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ABSTRACT

Containerless melting, reaction and solidification experiments and pro-
cesses which potentially can lead to new understanding of material science and
production of new or improved materials in the weightless space environment
are reviewed. Most of the experiments and processes discussed are amenable
to the employment of electromagnetic position control and electromagnetic
induction or electron beam heating and melting. The spectrum of relevant
properties of materials, which determine requirements for a Space Laboratory
Electromagnetic Containerless Processing Facility are reviewed. Appropriate
distributions and associated coil structures are analyzed and compared on the
basis of efficiency, for providing the functions of position sensing, control,
and induction heating. Several coil systems are found capable of providing
these functions. The simplest configurations to implement for the earliest
Space Lab facility are the ""baseball' and the "cusp' coils, the former being
preferred with induction heating and the latter whenever electron beam heating
is employed., Exchangeable modular coils of both types in appropriate sizes
are recommended to achieve the maximum power efficiencies, for a wide range
of specimen sizes and resistivities, in order to conserve total facility power.
Total facility input powers of five kilowatts with short peak demand loads
several times higher provided by storage batteries would provide capability
for nearly all of the experiments and processes presently identified as potential

candidates for implementation on the Space Lahoratory.

xi/ xii



SECTION 1
SUMMARY

A wide range of important materials science experiments and materials
processes which depend upon melting, reaction or resolidification in the freely
lévitated state has been identified. ‘Thése materials range from alloy systems
of relativeiy good electrical conductivity to glasses of electrical resistivities
whén preheated on the order of one ohm centimeter. For these materials, appli-
catioﬁ of positioning forces by means of electromagnetic fields in 2 Containerless
Processing Facility is practical with present day technology. Ground based
studies and theory indicate promising possibilities for formation of new phases
and crystal structures through elimination of gravity and the influence of crucible
walls, Within the resistivity range considered many promising possibilities for
new types of containerless melting and solidification experiments are included.
Among these are the formation of amorphous metals and semiconductors by ex-
ploitation of the undercooling made possible by containerless solidification, for-
mation and purification of refractory metals and oxides, free of the influence of
crucible contamination, formation of immiscible alloys, cermets and transition

metal carbides and nitrides of high purity which are difficult to prepare by powder

metallurgy.

Because the range of physical parameters of the materials, which can be
processed free of the influence of containers is extremely large compared to the
experience encountered with terrestrial levitation experiments, it is inappropriate
to utilize, without major change, the electromagnetic levitation techniques
developed over the past decades in terrestrial laboratories. The material prop-
erty to which the containerless facility's physical specifications are most sengi-
tive is the levitated specimen electrical resistivity below and at temperatures
just below the molten state. This parameter has a major effect upon the specifi-
cation of an optimum frequency for the electromagnetic fields used for specimen

position control and eddy current heating, The efficiency for achieving required
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positioning forces and induction heating of the specimen depends sensitively

upon specimen resistivity and size, both of which can be considered to vary over
a much greater range than can be considered in terrestrial levitation experiments.
Since available electrical power in the Space La.bora.tofy will be limited, much
attention is given in the present study to optimization of facility power efficiency.
It is considered inappropriate to executive Space Laboratory experiments at high
power with the very poor efficiencies which are normally tolerated in terrestrial

levitation experiments for small specimen samples,

In previous contract studies, several types of electromagnetic field
coil systems were considered for use in a Containerless Processing
Facility, each having certain engineering advantages and disadvantages. In the
present study a general comparison has been made of what is believed to be all
reasonable candidate coil configurations. Existing magnetic field computer pro-
grams were utilized for some of the configurations which had been previously
studied in the General Electric Research and Development Laboratory. In most
cases, new magnetic field computer routines were written to permit optimization
of the coil winding configuration,with respect to the positioning and heating appli-
cation considered herein. After optimizing each specific coil type with respect to
efficacy for electromagnetic position control and eddy current heating for spherical
electrically conduc-ting specimens, a comparison was made amongst the optima so
found within each coil "family.' This intercomparison was made on the basis of a
number of engineering criteria in addition to the achievement of high force and
heating per unit power. The result of this selection is the recommendation of al-
ternatively a '""baseball” or ''cusp'' coil for the basic positioning function in con-

junction with an orthogonally wound circular coil for specimen rotation,

The cusp coil is preferred for use with electron beam heating because of
its greater "'stiffness' for specimen displacements, Measurements have been
made to compare eddy current heating efficiencies for both preferred coils, The
induction heating efficiency is greé.ter for the baseball when the ratio of specimen

diameter to coil diameter becomes small, Since a versatile Space Laboratory
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facility will require both types of heating in order to be compatible with the
widest possible range of materials and since both coils are compatible with the
same type of RF power amplifier and servo equipment, it is recommended that
the coils be modularly replaceable elements in the facility. The requirement for
easily exchangeable modular coils is indicated, in any event, by the requirement
for changing coil size when significaﬁt changes in specimen size are made so as

to maintain reasonable power efficiencies within the facility.

Because most of the materials process examples which have been identified
are included within a range extending six decades in resistivity above that of good
conductors, coil power frequencies ranging over about three decades, from 0,0l to
10 or 15 mHz will be required. Continuous frequency variation over this range
is not required. Rather, one octave steps will be sufficient, leading to power
amplifier requirements similar to the band switching techniques used in commer-
cial radio transmitter gear which can, in a single unit, typically cover five or
six octaves of frequency at power levels of 1 kw and above, Tuning within such

bands is not required in an electromagnetic Containerless Processing Facility.

For early Space Lab applications, available power will be the principal
limitation to the variety of materials which can be processed in quantities larger
than experimental samples. The maximum sample diameters, for reasonable
assumed Space Laboratory facility power, extend from 16 cm for the lower melting
materials such as glasses and many alloy systems to about 2 cm for the highest
melting materials such as tungsten. For later manufacturing f.a.cilities; however,
the system can be scaled up to commercial quantities if adapted to the use of

solar heating at the focus of a large reflector.
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SECTION 2
INTRODUCTION

During the late 1960's a number of conversations were held between repre-
sentatives of industry and NASA officials regarding the possibilities for exploiting
the weightless environment of space fo carry out new types of materials pro-
cessing experiments which could lead to new materials and products. Perhaps
the most obvious of the suggestions was to utilize the natural tendency of all
objects to float freely in a 'levitated' state in a freely orbiting space vehicle.
This would allow consideration of melting and solidification experiments free
from the influence of crucibles and molds since the specimeﬁ integrity could be
maintained by surface tension forces alone. It was apparent that many of the
restrictions of terrestrial levitation techniques utilizing electromagnetic fields
would be removed. In the weightless environment, electromagnetic fields could
be used to remove kinetic energy from the specimen relative to the laboratory
and to prevent the melt from touching nearby equipment. Since the required forces
would be relatively small, containerless melting and solidification can be per-
formed with materials having resistivities orders of magnitude above those which
can be considered in terrestrial experiments. The mass of the melt processed
would be limited only by the onset of hydrodynamic instabilities and heat transfer
considerations. Calculations indicate that masses of many kilograms can be
considered. These early ideas have been developed in some detail through NASA
contract studies over the past several years, The purpose of the present report
is to indicate .genera.l facility specifications capable of processing the widest
range of possible important containerless proce ssing experiments within reason-
able technology constraints. An important part of the work has been to make an
up-to-date summary of these experimental possibilities. An attempt has been made
to consider matefia.ls based on importance in terms of new scientific data

procurable and/or possible future commercial applications thereof.



BACKGROUND
Under Contracts NAS8-24683, Task 4, and NASB-26157 with the Product

Engineering and Process Technology Laboratory of the NASA/Ma.rsh;all Space
Flight Center, the General Electric Company carried out conceptual studies of
the containerless processing of materials in space. New possibilities were
examined for preparation of improved and unique materials under weightless
conditions in which the influence of crucible walls can be completely eliminated.
The technology for automatic handling of freely floating molten materials was
studied and led to development and demonstration of servo devices which apply
correction forces by means of suitably controlled electromagnetic fields to
remove specimen oscillatory motion with subsequent reduction of field forces
to very low quiescent levels. This work included experimental studies of both
electromagnetic and optical position sensing schemes and culminated in a test
package utilized for experiments in the MSFC drop tower and in a KC135 ballistic

aircraft flight.

Under Contract NAS8-27228 this development work was redirected to the
initial design of an electromagnetic position control system which was to be used
in conjunction with the M512 Skylab facility utilizing an electron beam for melting
of specimens. Most of this. work was applied to solving engineering problems
which arose from the severe constraints imposed by the already existing M512
hardware and from other Skylab requirements. This Skylab design effort was
terminated in February 1972, Nevertheless, some useful further basic develop-
ments were made, notably in the area of design of detailed coil configurations,
électro-optica.l position sensors, and circuitry as well as further studies of
optimum candidate material systems holding most promise for initial study in
the weightless environment, Much of the design effort was concentrated upon a
four-coil system which showed promise for fitting within the severe volume
constraints imposed by the M512 vacuum chamber. The total position control
servo system was tested successfully with a neutrally buoyant specimen, As

part of a termination effort, some existing laboratory breadboard hardware was
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assembled into a low-power six-coil position control test unit. This unit
incorporated optical position sensing with artificial light sources to simulate
the luminosity of a hot specimen, and was delivered to MSFC for test and eval-

uation in the MSFC drop facility.

As an independently funded effort within the General Electric Space Sciences
Laboratory, an improved and simplified position control servo system was de-
véloped and tested in the laboratory. This concept utilizes electromagnetic
position sensing and allows consideration of some coil configurations, simpler
than those studied originally, in an arrangement permitting electrical damping
of specimen motion. The coupling efficiencies for RF heating and melting can,
as a result, be significantly greater than those achieved with previcus terrestrial
levitation work. For example, a one centimeter aluminum ball was melted and

superheated utilizing only 160 watts input to a hemispherical coil system.

Although some analyses of electromagnetic field production by the above-
mentioned coil geometries, as well as others, are available in the literature,
comparison amongst the various approaches has not been made on a general
basis, In this report, a uniform method of comparison is applied covering all

aspects of the coil configurations which are most important for containerless

processing.
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SECTION 3

CANDIDATE CONTAINERLESS LiATERIArLS PROCESS EXPERIMENTS
AND FUTURE INDUSTRIAL APPLICATIONS

3.1 CLASSES OF MATERIALS

In earlier studies (Ref., 3-1) a number of potentially important new materials
processes and products were identified. The numerous references given in the
referenced report deal primarily with processes or products and not the range of
materials properties which set the specifications for a Space Laboratory Contain-
erless Processing facility, The initiation of such specifications was a main
pﬁrpos_e of the present study. For this reason this section will summarize the
classes of materials of interest and review the processes and products which
have been identified based on previous NASA-funded studies, including some new
examples based on user surveys performed as part of the present study. The
materials, of greatest interest are discussed in terms of three major groups, which

are

1. Alloys, intermetallic compounds and cermets
2, Transition metal carbides and nitrides

3. Glasses.

These are discussed in the following three sections.

3.2 ALLOYS; INTERMETALLIC COMPOUNDS AND CERMETS

These materials are discussed under headings referring to their possible

future commercial applications.

3.2,1 NEW ELECTRONIC MATERIALS

3,2.1.1 Carbides, Nitrides, Silicides, Borides, Beryllides and Sulfides.

These materials are beginning to be used widely in various fields of modern

technology because of their high melting points, hardness, chemical stability,
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high temperatures of transition into the superconducting state, metallic con-
ductivity or semiconductivity or strength at high temperatures (Ref. 3-2
through 3-6). The. preparation of high purity polycrystalline scolids of these
materials with adequate homogeneity and grain size as well as the preparation
of high purity single crystals of low defect density has been a problem, Also,

s desirable to produce these materials with better characterization of bulk

=

t

[

samples to assist in understanding how deviations from stoichiometry, crystal
structure, lattice parameters and impurity levels should be specified. Specific

examples of materials, which are prime candidates, are listed as follows:

a, TalN and NbN based alloys having electrical resistivities below 10_6

ohm-meters, They have very small temperature dependence from
cryogenic temperatures to melting point (Ref, 3-2). They have
excellent corrosion resistance and may find wide use in integrated
circuits and microelectronics.

b. Hexaborides such as lanthanum boride (LaBg). These have found use
as important technological materials, e.g. cathodes of high-power
electronic vacuum tubes (Ref. 3-3, 3-7). Cathodes using these
materials ma.)g be capable of operating in a poor vacuum of the order
of 1074 to 107> torr, in high field strength, and under intense ionic
bormbardment, with simultaneous increased ernission current, so that
under these adverse conditions they may still function as good therm-
ionic emitters. Borides of the alkalai and rare earth metals are also
suitable for these applications, Lanthanum boride has a high melting
point of 22109C, latent heat of evaporation of 167 kilocalories/mole
and high thermionic emission parameters, i.e, an electron work
function of 2, 66 - 2,68 e.v. and Richardson's constant of 29 amperes/
em?. Much longer active cathode life in high voltage electronic

vacuum tubes, by as much as a factor of 10 to 15, may be achieved
with these materials,

¢. Carbides such as TiC, ZrC, TaC. These have identical application
as the nitrides of paragraph a.

d. Amorphous metallic conducting glasses such as palladium silicon.
These amorphous metallic glasses could find application in micro-
electronics (Ref. 3-8). Being amorphous their electrical properties
are homogeneous and isotropic and may therefore replace oriented
crystals presently used in microelectronics,



3.2.1,2 Amorphous Semiconductors and Semiconducting Glasses

These materials should find wide applications in electronics in future years. Due
to their amorphous nature, these materials show homogeneous and isotropic
electronic and optical properties. They are not as much affected by impurities

as are the crystalline semiconductors. Many of these glasses exhibit the property
of "switching'' their conductivities frém low to high and so should be useful in elec-
tronic switching and computer applications. The semiconducting glasses and

amorphous semiconductors fall into three main categories. These are

a. The chalcogenide glasses, in which one or more of the elements, S,
Se, or Te is combined with one or more of the elements such as metals
Si, Ge, P, As, Sb, Bi, Tl and Pb,

b. The Transition-metal oxide glasses, These are glasses in which the
major constituent is a transition metal oxide, such as VZOS (vanadium
pentoxide),

¢, Amorphous germanium and silicon,

d. Recently, ""diamond lattice type'' glassy semiconductors, such as
Cd-Ge-As have been reported and may form a fourth category.

All of these glasses may be prepared by supercooling from the melt, bypassing
crystallization. Thus they are ideal candidates for containerless processing
experiments. At room temperature many of these semiconducting glasses have
resistivities above 105 ohm-meters, but at elevated temperatures and when

molten, resistivities which fall below 10-2 ohm-meters.

3.2.1.3 Alloy Melts having a liquid miscibility gap

These are the monotectics which exhibit the phenomenon of segregation of the
liquids, on earth, by virtue of density differences (Ref. 3-9). In the weightless
environment this separation should not occur and a matrix of one phase with
dispersion of the other phase throughout should be obtained. Unique new alloys
and intermetallic compounds with unique electronic properties may be prepared

from melts of monotectic composition and hype rmonotectic composition (Ref. 3-10,



If thermal gradients can be adjusted across a freely floating melt, then
directionally sclidified composites could be produced. An example is Fe-Pb
which would have unique magnetic properties. Another example is Hg-Te which
forms the semiconducting intermetallic compound HgTe. Through supercooling
melts of monotectic or hypermonotectic compositions, new intermetallic com-
pounds, new alloy compositions, or a.xﬁorphous materials may be formed, The

chalcogenic glasses SeSb are other examples.

3.2.1.4 Tungsten-copper

This is an alloy which is totally immiscible in the liquid and solid states (Ref, 3-9),
Tungsten-copper is produced commercially at the present time by liquid copper
infiltration of a Tungsten skeleton. By solidifying a tungsten power dispersion in

a copper melt using containerless processing, new materials could be prepared
with possible unique applications to wear resistant, high temperature circuit

breakers, relays and electric switches,

3.2,1.5 Eutectics

If thermal gradients can be adjusted across a freely floating melt, directionally
solidified composites may be attained with unique electronic and optical properties
(Ref, 3-10). Some examples are InSb-Sb for thermoelectric applications, FeSh-
InSb for magnetoresistive and infrared polarizing applications, NaF-LiF for

optical properties and Fe-FeS for ferromagnetic applications,

3,2.1.6 New alloys and compounds, prepared by supercooling melts

If a high degree of supercooling can be attained through containerless processing
then many new materials may be prepared with unique features through solution
broadening or bypassing crystallization {Ref, 3-1 2). One example is Ni-Ge
which has been studied through SPLAT cooling.
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3,2.2 SUPERCONDUCTORS

3.2.2.1 These materials have application for generation of strong magnetic

fields, power transmission, flux pumps, telephone cables, etc. (Ref, 3-2, 3-9,

3-10).

Many applications demand high superconducting critical temperatures,

high critical magnetic field, and high critical current density. A few important

examples are presented as follows:

Nb3z{Alg, gGeo, 2) which has the highest critical temperature, 20. SOK,
of the known superconductors,

Nb3Sn which has critical ternpe:ra.ture of 18.05°K and critical mag-
netic field of 221 kilo-oersteds at 4.2°K.

(NbN-TiC) which has critical temperature of 18.0 K max1mum, and
critical magnetic field of 120 kilo-oersteds, maximum, at 4. 2°K.

(NbNg, 7Cq. 3 ) which has critical temperature 17. 8° K, maximum, and
critical ma.gnetlc field of 132 kilo-oersteds, maximum, at 4.2 K.

(NbN-TiN} which has critical temperature 17. 0° K and critical mag-
netic field greater than 140 kilo-oersteds at 4. 2°K.

3,2.2.2 The processes that have been suggested for the production of these

superconductors are

Growing superconducting materials of Nb3Sn in a matrix of tin or vice ver

by directional solidification of melts of Nb-Sn at various compositions.
Nb-Sn is a monotectic, exhibiting a region of liquid immiscibility.

Supercooling Nb-Sn of the required composition to attempt to form
Nb,Sn as an amorphous superconductor.

Purification, melting, and supercooling melts of nitrides and carbides
to produce new superconducting materials.
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3.3 TRANSITION METAL CARBIDES AND NITRIDES

3.3.1 SERVICE PROPERTIES

Transition metal carbides and nitrides are of extreme interest and impor-
tance in modern technology (Ref. 3-2, 3-3, 3-13). At the present time their
main commercial interest is due to their hardness. The carbides in this group
form the basis for '"cemented carbide' cutting tools and wear-resistant parts.
Due to their excellent high-temperature strength and good corrosion resistance

they are also used as high temperature structural materials,

There are other, more exciting, properties possessed by these materials
which hold great promise for future technological applications. The transition
metal nitrides are being used increasingly not only for their electrical properties
in integrated circuitry but are also being studied for their superconducting prop-
erties. Niobium nitride based alloys have some of the highest superconducting
critical temperatures, as discussed above. Thin-film nitrides seem to have the
most potential for application in such devices as Josephson junctions. Their
refractory nature and corrosion resistance results in little chemical diffusion
and hence decay of the junction with time. Junctions in use today are not
 chemically stable after cycling a few times between room and liquid helium

temperatures,

3.3.2 PROBLEMS IN PREPARATION AND APPLICABILITY OF CONTAINER LESS
PROCESSING

Polycrystalline samples of carbides and nitrides are generally prepared by
powder metallurgy (Ref, 3-2, 3-3, 3-13), The metal or oxide powder is reacted
with carbon or nitrogen, pressed and sintered. They can also be prepared by a
number of other techniques one of which is by melting the elements or metal
hydrides in a protecting atmosphere or in a vacuum. To prepare very pure
samples, good vacuum conditions or highly purified protective gases are generally
required, In a good vacuum they can be purified from oxygen contamination by

vacuum degassing,
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Preparing melts of carbides and nitrides poses many problems (Ref. 3-2}).
Many of them have very high melting points, Tantalum Carbide has the highest
melting point known for any material (about 398300). The melting points of the
carbides are generally higher than those of the parent transition metal element
while those of the nitrides are comparable. There are no c¢rucible materials to

contain these very high temperature melts.

Contamination by impurities such as oxygen has a significant e'f.fect on the
properties of carbides and nitrides and, since it forms a solid solution with both
carbides and nitrides, oxygen is extremely difficult to eliminate (Ref. 3-2, 3-13),
Carbon deoxidation is possible by heating under vacuum conditions at elevated
temperatures and with excess carbon, It appears likely that vacuum purification
and melting of these very high temperature materials without a crucible such as
in containerless melting in the weightless environment may enable very high
purity polycrystalline or single crystal transition metal-carbides and nitrides to
be produced for electrical and superconducting applications. Their metallic
electrical conductivities make electromagnetic position control feasible and they

can be melted by RF induction.

3.4 GLASSES (which become electrically conductive when heated):
These are discussed as follows in terms of several important potential applica-
tions with the subsequent discussion of those which appear amenable to electro-

magnetic position control and controlled containerless melting.

3,4.1 APPLICABILITY OF ELECTROMAGNETIC CONTAINERLESS PROCESSING
Of the glasses to be mentioned, it is likely that electromagnetic position control
and induction melting can deal with only a limited number of them since they gen-
erally require preheating before release in the position control volume. They

are also prime candidates for electron beam and microwave heating and melting.
Of immediate importance, therefore, are oxides, whose resistivity falls below

10-2 ohm-meters at elevated temperatures such as ZrOz, ThOZ, CeQ,, and Nb203,

2
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and glasses with metallic and semiconductive particles dispersed throughout
- -2 .
such that their electrical conductivity may be below 10 =~ ohm-meters depending

on the degree of doping.
3.4.2 MATERIALS AND PROCESSES

3.4.2.1 High index glasses for new optical systems (Ref., 3-14, 3-15)

These are prepared from melts of oxides such as CeOz, ZrOz, NbZOS' TiOz,
etc. These glasses would be prepared by heating, melting and, possibly, super-
heating the crystalline oxides, and then supercooling the melt in the absence of

a crucible,

3.4.2.2 Single crystal materials, presently unknown {Ref, 3-15)

These would be produced from oxides of very high melting point such as ZrOz.
One process contemplated is the production of the oxide glass and then conversion
to crystalline form. This would avoid polymorphic transitions, which occur in

Z:rO2 and BeO as they are cooled.

3.4.2.3 Other materials, such as ZBeO:SiOZ (phenacite) (Ref. 3-15) and ZrOz:
SiO2 (zircon), in which the composition melts incongruently should also be con-
sidered for production of single crystals by conversion from the glass. They

have not been produced in usable form by conventional crystal growing techniques,

3.4.2,4 "Striking g_lass, " new li@ filters, Christiansen filters, passive
switches, phototropic glasses

""Striking glass'' which is also called ''ruby glass' or "temperature colored glass'
contains colloidally dispersed metallic or semiconductive particles {Ref, 3-14).
These may be particles of gold, silver, silver halides, cadmium sulphide com-
pounds, Cd-S-Se compounds, or copper oxide. They are made by dispersing
particles with known optical and electronic properties directly in a glass, If it

were possible to disperse particles of specific properties in a matrix glass
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without going through batch reactions and heat treatment, then completely new
types of ''ruby glasses' to be used as passive Q-switches for Nd or Er lasers or
as new phototropic glasses may be produced. This may be achieved by container-

less processing.

Light filters such as the Christiansen filters are made by dispersing a large
number of coarse, colorless particles in a homogeneous, colorless matrix
(Ref, 3-14), These could be produced by dispersing a high melting point glass

in a low melting glass matrix, These are of great value in optical systems.

3,5 REVIEW OF USER INTERESTS AND REQUIREMENTS

In an effort to initiate the establishment of a coherent set of processing re-
quirements for materials of interest to the potential users, a potential user survey
was carried out as part of this contract. Previous investigations had indicated
the necessity of providing pesition control and damping for materials undergoing
free suspension processing, and that this may be provided by electromagnetic
forces for many substances. The previous investigations had indicated definite
advantages of electromagnetic positioning over other techniques, where it can be
applied, These include:

a. The capability of working either in a protective atmosphere, €.g., high

vacuum or an inert gas as required.

b. The ability to use either highly efficient electron beam heating or

induction heating, (Electron beam heating requires vacua of less
than a few torr, an environment in which positioning techniques that
require a gaseous medium cannot function. )

c. Ability to easily provide specimen rotation at controlled rates,

d., Freedom from initiation of nﬁclea.tion, e. 2., due to high sonic levels,

e, Freedom from highly variable surface temperature gradients, due to
gas jets,
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f, Freedom from necessity to control electrostatic charge on specimens
over extreme variations in thermionic emission with temperature and
electron beam bombardment (used for additional heating and melting).

As a preliminary guideline, therefore, the class of materials considered was
limited to those for which electromagnetic forces could produce useful positioning

effects. uring the study, this class was shown to include a large variety of

materials.

3.5.1 SURVEY OF USERS
The identification of users and their interests has been carried out by both

direct dialogs with potential users and review of documented relevant studies.

Piscussions were held with key individuals from a number of industrial

companies such as Kawecki-Berylco, Omniferrous Engineering and Union Carbide.

In addition, information obtained from discussions with such organizations as
Corning Glass and the General Electric X-Ray Department during the ''Study for

Identification of Beneficial Uses of Space' were held.

The bulk of data, however, was extracted from publications and reports
docurenting space processing concepts, experiments and tests recomrmended by
various individuals and groups involved in materials research. Major contribu-
tions to this data bank were provided from such sources as NASA's Process Engi-
neering Lab at Marshall Space Flight Center, GE's Space Sciences Laboratory,
TRW and General Dynamics (Ref. 3-9, 3-16, 3-17, 3-18). Several symposia
reports and review papers also contributed the views and interests of z;esearchers

from universities and other laboratories.

As a result of these dialogs and literature reviews, a tabulation was com-
piled of some 18 areas of user interest, Included are specific commercial applica-
tions, such as tungsten with substantially improved service properties (such as

grain structure) for x-ray targets, including potential applications and research
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areas such as more uniform dispersions of eutectic and monotectic alloys. In
all, the tabulated user areas of interest are representative of approximately

400 different materials and material combinations.

Several of the examples cited have been drawn from commercial applications
identified by industrial users who suﬁported the GE "Study for Identification of
Beneficial Uses of Space, "' performed under NASA Contract NAS8-28179. However, the

documented requirements are not limited to commercial user interests alone.

3.5.2 IDENTIFICATION OF MATERIALS AND PROCESSES PROBLEMS AND
BENEFITS OF SPACE PROCESSING

For each of the identified materials or material combinations, representing
an area of user interest, initial effort was directed at establishing the sequence
of transformations through which materials would pass in progressing from raw
materials, through preprocessing on the ground, space processing, and final
ground processing, Raw materials, in many cases, were identified as commercial
grade stock, powders, or pellets. Ground preprocessing has called for such
activities as sintering, pressing, cutting to size, etc. Containerless space
processing has been aimed at producing boules, spheroids, ingots and rods.
Final ground processing has been identified as the production of such diverse
products such as x-ray targets, petroleum pump valve-seats and valves, elec-

tronic substrates and lenses.

Where users were willing to identify specific commercial applications, the
study tabulated: quantities of space processed produce which would be required
per year (from 3000 kg to 160, 000 kg); and estimate of values of product
per year ({(from $3, 000, 000 to $170, 000,000), In addition, estimates were
provided for the size of the batch of éach space-processed product,
that would be commensurate with the size of final ground-processed product.

"The sizes for identified commercial applications ranged from 0,025 to 0,23 meter

radius spheres, and from 0.7 to 100 kg, Since early development of space pro-
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cessing for any of the identified areas will initially entail considerable theoretical
and experimental work, the study also tabulated batch sizes for meaningful
experimental quantities. Such sizes cover a range from 0, 005 to 0. 04 meter

radius spheres, and 0, 0025 to 1.5 kg.

The keyA to user interests, Whefher identified commercial applications, potential
applications, or applied research, is the identification of problems encountered
in ground processing that might be overcome by space processing. In that respect,
an important step in this study has been the tabulation of such problems for each
example material or combination thereof. Typically, where applicable, problems
which have been noted include: contamination from crucible ‘wa.lls, nucleation due to
from crucible walls, thermal convection in the melt, buoyancy or sedimentation
contact with crucible walls, thermal convection in the melt, buoyancy or sedimen-
tation in melts of multiple materials, limited rates and uniformity of cooling, and

limited rates and uniformity of supercooling, uniformity of alloying, sampling for

test without contamination of the melt,



3.5.3 SPACE PROCESSING REQUIREMENTS

The requirements for processing these materials have been determined
and are given in Tables 3-1 through 3-4. The specific requirements for each

such product include:

a. The method of sample insertion into the containerless processing
facility. The methods considered are mechanical and electromag-
netic,

B Y

b. The heating profile, including periods of maintaining required temper-
atures. A process to produce tungsten with enhanced service prop-
erties for medical x-ray targets, for example, requires at least
two dwell periods for vacuum purification.

c. The processing environment, which might be vacuum or inert gas,
and the processing facility.

d. The necessity for stirring the melt during processing.

e. The maximum temperature required. Tungsten, for example,
would require a temperature of 3400°C while beryllium would require
only 1300°C.

f. The necessity, where required, for preheating the material before
insertion into the containerless processing facility. Many
materials, such as zirconia, have too high electrical resistivities at
room temperature, which precludes electromagnetic position control
at room temperatures. Preheating zirconia by an electron beam or
resistance oven above ZOO'OOC, however, decreases the electrical re-
sistivity to 1072 ohm-meters and so enables preheated specimens to be
positioned by electromagnetic forces in the containerless processing facilit

g. Required cooling rates. These are established either for free
radiation cooling or for quenching. Typically, cooling rates of 1000°C/
sec might be obtained by  gquench for high temperature materials

such as tungsten, while 100°C/sec might be obtained for free radiation
cooling. For controlled cooling, where the power is reduced slowly,
rates of less than 10°C/sec may be obtained. The types of quenching
considered were gas quench at 7ODF, liquid at 70°F, or a cryogenic
quench at much lower temperatures, such as that of liquid nitrogen.

h. Heating power required. This could vary from 1000 watts, for

small specimens, to as much as 200, 000 watts, which is required for '
a large commercial piece of beryllium with a beryllia dispersion,

3-13



i, The method of product recovery, which would be mechanical for
semiconductors or glasses, and electromagnetic for relatively good
conductors such as the metals,

j. Process duration. This includes time to melt, time spent for
dwell periods, time molten, and cooling time. When considering
initial experimental work, much laboratory processing time can be
eliminated by initially using high purity materials, thus a shorter heating
cycle. In contrast, commercial grade materials require consequent
longer heating cycle for final commercial process investigations.

k. Waste produced; including gaseous products, liquid products,
solid products, and heat.

l. Process safety requirements. Safety considerations, for example,
consider the hot product; the presence of reactive product gases -
liquids or solids; the presence of particulate radiation, such as
secondary electrons from electron beam heating; or electromagnetic
radiation, which may be optical or R¥. Tungsten for example, at
3400°C, cannot be directly observed without risk of damage to the
eve.. '

In cases for which users identified commercial applications, the
determination of space processing requirements involves two objectives.
First, the requirements for manufacturing the product. Second, the
requirements to perform an experiment which would produce a small quantity
of the material for investigation and evaluation., Thus, a range of re-
quirements was determined which reflect both small quantities of materials
and relatively low power requirements suitable to early experiments, and the

large magnitudes representative of production.

This survey is summarized in Tables 3-1 to 3-4 as previously mentioned,
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Table 3-1.

Summary of Space Processing Requirements of

a Containerless Processing Facility, A :

TRANSPARENT BERYLLIA
METAL OXIDE HIGH TEMP TUNGSTEN DISPERSION IN
APPLICATION AREA TUNGSTEN GLASSES EUTECTICS CARBIDE BERYLLIUM
usER GE MEDICAL
SYSTEMS CORNING GE AIRCRAFT ENG QMNIFERCUS ENG KAWECKI-BERYLCO
PRODUCT STEPS
PRI 1o consumeR PRODUCT)
RAW MATERIAL(S) COMMERCIAL GRADE | ZnD,. Ca0, TUNGSTEN, M TUNGSTEN CARBIDE BERYLLIUM & BERYLLIA ®
TUNGSTEN T3, ¥,0; {TYPICAL)

| .

GROUND PREPROCESSED
PRODUCT(S)

PRESSED, SINTERED
BAR STOCK SLUGS

PRESSED, SINTERED
HIGH PURITY BOULE

COMPOSITE INGCT

PRESSED, SINTERED
INGOT

PRESSED, SINTERED
COMPOSITE INGOT

SPAGCE PROCESSED PRODUCT(S)

FINE GRAINED
SPHEROIOS

GLASS BOULES

EUTECTIC BOULE

POLYCRYSTALLINE
BOULE

UNIFORMLY DISPERSED
INGOT

FINAL, GROUND PROCESSED PRODUCT(S)

3-5'"" FRUSTRUM
X-RAY TARGETS

LENSES, WiNDOWS

TURBIME BLADES

BALL & SEAT VALVES

MWUCLEAR REACTOR
REFLECTORS

SPACE PROCESSED PRODUCT

MATERIAL(S)

FINE GRAINED HIGH
PURITY TUNGSTEN

TRANSPARENT ZnOz.
Ce0,, T'qu. "(z(>3

EUTECTIC W, Ni

FINE GRAINED POLY~
CRYSTALLINE
TUNGSTEN CARBIDE

INGOT QF UNIFORMLY
HSPERSED BERYLLIA
IN BERYLLIUM

QTY. REQUIRED PER YEAR (KG) [ 3,000 | 1 Ja8,000- 160,000 | | 155,000] {TOTAL) |acoo} (varamua). .
ESTIMATED PRODUCT VALUE | 55,000,000 | 510,000,000 | {s'm.ooo.ooo - [uss.uuu.ooo - [-$2.000.000]
PER YEAR TO USER(S}* $140,000 000 $170,000,000
BATCH OR UNIT SIZE (METERS) 006|025 005 |04 005 |~.,04] .o:le~.oa&~.osi 01 |23
RAD

RADIUS SPHERE

RADIUS SPHERE

RADIUS BOULE

S SPHERE

RADIS BOULE

BATCH OR UNIT WEIGHT (KG)

01 |r2s] 003,006 [1-3 2006 25 009 1.7.1.5) .09 {100]
PRESENT PROCESSING PROBLEMS
CONTAMINATION FROM CRUCIELE - YES - - YES
NUCLEATION FROM CRUCIBLE WALLS - YES YES - YES
CONVECTION IN MELT - YES YES - YES
BUOYANCY OR SEDIMENTATION - NO YES - YES
FAST OR UNIFORM COGLING - YES UNIFORM - YES
FAST OR UNIFORM SUPERCCUOLING - YES UNIFORM - YES
OTHER UNDESIRABLE GRAIM - - UNDESIRABLE GRAIN UNDESIRABLE GRAIN
STRUCTURE & PURITY STRUCTURE PURITY STRUCTURE, NON-
UNIFIORM DISPERSION
SPACE PROCESSING REQUIREMENTS
PRE-HEATING {TEMP) °C - 2000 - - -
INSERTION - MECHANICAL OR EITHER MECHANLCAL EITHER EITHER EITHER
ELECTROMAGNETIC
HEATING RATE - °C/SEC
HIGH 10— 100 0 - 100 to - 100 10 - 100 1o - 100
oW 5-10 5- 10 5. 10 1-10 5~ 10
HEATING DWELLS (TEMF) °C
FIRST DWELL | 2400 - 3200] 2200 — 2750 [wunl
SECOND DWELL 3420 2000-3000 1560 2900 1300
OTHER FUNCTIONS DURING HEATING
VACUUM - /WP 1073 - 107 1073 10?
2 O ¢ 5 o o
GAS, TYPE - N/M /INERT, 10/ INERT, 10°; @, - {INERT, 107 INERT, 10
STIRRING YES YES NO YES YES
- MAXIMUM TEMPERATURE °C 3420 2000 — 3000 —— - - _| 1860 — 2900 1300
COOLING RATE °C/SEC
HIGH 11000 (QUENCH)! - - 11000 (QUENCH)/ /1000 ([QUENCH)/
MEDIUM ~ 100 (MO QUENCH]} ~100 - ~ 100 (ND QUENCH) ~50 (NO QUENCH)
LOW 10 (CONTROLLED) LI-10 {CONTROLLER) ,02-,05 {CONTROLLED 10 (CONTROLLED) 5-10 (SONTROLLED)
COOLING METHOD
RADIATION YES YES YES YES YES
GAS (TYPE)/TEMF °C INERT, 25 - - INERT, 25 INERT, 25
OF: OR aR
LIQUID (TYPEYTEMP °C H,D, 25 - - H,D, 25 H,0, 25
CRYO [TYPE} LIauiD N, - - LIQUID N, Lieuin N2
T 5 (CoNTROELED)
HEATING POWER (WATTS. 3000 - 5000 1000 - 2000 1000 - 2000 2000 - 5000 4000 ~ GO0
[2.5 x 16% - 5 x 109 [5%10% -6 x| |?$—Zx10‘ Ewg_z.sﬂos] [2 = 10% - 4 x 105
PROOUCT RECOVERY
MECHANICAL RETRIEVAL YES YES - YES YES
OR OR R
FREE SUSPENSION CONTROLS YEES - YES YES YES
OTHER (TYPE) - - - - -
QUENRCH {TYPE} H0 - - INERT GAS -
(CONTROLLED} %
DURATION PROD, | EXPERIMENT | PROD, |EXPERIMENT | PROD, |EXPERIMENT] PROD, |EXPERIMENT | FPROD, | EXPERIMENT ot
e
TIME TO DWELL -1 1-2 o] 1-2 0,5-5 0.5-5 1-10 1-2 0,25 g,2-2 |
MIN J M MIN | MIN MIN © MIN MIN MIN IN MIN S
TIME AT DWELL {SOL1D) 10-20] o 0 0 o 10-20) 0 1.3 0
MIN MIN MIN
TIME TQ MELT ¢ SUPERHEAT 2-5 i o 0 a o 2-5 i 1-3 | 0
MIN MIN MIN
TIME AT DWELL (MOLTEN) 1-5 ] 2-4 1-5 2.4 1.5 1-5 1-5 2-4 15 | 2.4 ﬁb
MIH | MIN MIN MiN MiN MIN MIN MIN MIN | MIN §
TIME TO CQOL TD RECOVERY TEMP, ¢.1-10 24 10-100 24 60-350 60-360 lh.1_1u 2—4 1_1oJ 2-4 "
MIN MIN MIN ) MIN MIN MIN IMIN MIN MIN MIN
TOTAL TIME |5.50] 510 12-113 5-10 [62-370 62-370 |15-5o 5-10 14-43] 510
MIN MIN MIN MIN MIN MIN IMIN MIN MIN | MIN
SPACE PROCESS WASTE
GAS (TYPE) INERT, €0, €0, O, INERT, O, - INERT, CD, ©,, O,, INERT, CO, CO,, O,
Ny, STEAM N,, STEAM N,. STEAM
LIauin (TYFE) HO - - H,0 H,0
S0LID [TYPE) TUNGSTEN, WO, OXIDES - W, , Wa -
HEAT (JOULES) 10° — 3% [T 3X10°—3 % 10° 1X10° 5% 107 w2 x 10 10° —3x log
[6 =107 - 2 x 108 [10% - 3. 10° & 5 107 - 51 10%] [107 - 4w 10f [2 %" - 10%)
SPACE PROCESS SAFETY CDNSIDERATIONS
HOT PRODUCT (TEMP) °¢ 3400 2000 - 3000 1560 2900 1300
REAGTIVE GAS - - - - -
PRODUCT LIQUID - - - - -
BY-PRODUCT SOLID - - - - -
PARTIC, RADIATIGHN /ELLECTRONS (LOWY JELECTRONS (LOW); - - -
LASER BEAM - JSPECULAR - - -
REFLECTION
ELECTROMAGNETIC RADIATION YES (INCLUDE YES (JNCLUDE YES {(INCLUDE YES (INCLUDE YES
OPTICAL) OPTICAL) OFTICAL) QPTICAL)
OTHER - - - - TOXC BERYLLIUM
VAPOR

91/61-¢

{ INDICATES UNRESOLVED OPTION
* ESTIMATED SELLING FRICE OF PRODUCT BASED ON PRESENT PRICE STRUCTURE AND SALES

** ESTIMATED NUMBER OF APPLICATION AREAS, REPRESENTATIVE EXAMPLE 15 SHOWN
] INDICATES DATA FOR A PRODUCTION QUANTITY OFMATERIAL UNERACKETED DATA 1S FOR EXPERIMENTAL QUANTITY



Table 3-2,

a Containerless Processing Facility, B

Summary of Space Processing Requirements of

AFPLICATION AREA

REFRACTORY METALS
ALLOYS {20)*"
EG, MOLYBDENUM

TANTALUM-

MICBIUM.BASED

ALLOYS (10)""
eg NhM

CHALCOGENIDE
GLASSES (300
TeTs

MONOTECTIC
ALLOYS {100'S)
TUNGSTEN-COPPER

USER

AIRCRAFT ENGINE
MANUFACTURERS

ELECTRONICS
INDUSTRIES

ELECTRONICS & LLASER
INDUSTRIES

POWER DISTRIBUTION
INDUSTRY

FEQQQC SIEPS
RAW MATERIALS TO CONSUMER PRODLCT)

RAW MATERIAL(S}

COMMERCIAL GRADE
MOLYBDENUM

COMMERCIAL GRADE
Nb N

CRYSTALLINE GcT:

COMMERCIAL TUNGSTEN
COPPER

GROUND PREPROCESSED PRODUCT(S)

PRESSED, SINTERED
BAR STOCK SLUGS

PRESSED, SINTERED
BAR STOCK SLUGS

ROD SLUGS

LIQUID SINTERED SLUGS

SPACE PROCESSED PRODUCT(S)

FINE GRALNED SPHEROID

FINE GRAINED SPHEROID
OR SINGLE CRYSTAL

GLASS BOULES

UMIFORMLY DISPERSED
SPHERQID

FINAL GROUND PROCESSED PRODUCT(S)

TUREBINE BLADES

WIRE CR WAFERS

WAFERS, WINDOWS

POWER EQUIPMENT
CONTACTS

SPACE PROCESSED PRODUCT

MATERIAL(S)

FINE GRAINED MOLYBDENUM
DISPERSION

FINE GRAINED NoN QR NaoN
CRYSTALS

AMORFHOUS BOULE OF GeTx

INGOT OF FINELY DIS-
PERSED COPPER IN
TUNGSTEN MATRIX

QTY, REQUIRED FER YEAR (KG)

[ 30,000 - 160,000 |

EXPERIMENTAL

EXPERIMENTAL

EXPERIMENTAL

ESTIMATED PRODUCT VALUE PER YEAR

$70,000,000 - ]

EXPERIMENTAL

EXPERIMENTAL

EXPERIMENTAL

81/L1-¢

FNYVEd J00TI0E

TO USER(S) | $140,000,000
BATCH OR UNIT SiZE (METERS) .oosl~.m[ D05 bt RADIUS 005 RADIUS
RADIUS BOULE BOULE
BATCH OR UNIT WEIGHT (KG) .06 {23} 0045 0025 006
PRESENT PROCESSING PROBLEMS
CONTAMINATION FROM CRUCIELE YES YES (VERY REACTING) - -
NUCLEATIGN FROM CRUCIBLE WALLS YES - YES -
CTONVECTION IN MELT YES - YES -
BUDYANCY OR SEDIMENTATION - - - -
FAST OR UNIFORM COOLING YES - YES -
FAST OR UNIFCRM SUPERCOOLING YES - YES -
OTHER - UNDESIRABLE PURITY NO, GENERALLY . NON-UNIFORM DISPERSION
GRALN STRUCTURE (SELENIUM SENSITIVE
TO LIGHT)
SPACE PROCESSING REQUIREMENTS
PRE-HEATING (TEMF) °C - - 600 -
INSERTION - MECHANICAL OR EITHER ELTHER EITHER EITHER
ELECTROMAGNETIC
HEATING RATE - °¢/SEC
HIGH 10 - 100 10~ 100 10 - 100 10 - 100
Low 5- 10 5- 10 5-10 5. 10
HEATING DWELLS { TEMP) °C
(FIRST DWELL) 2400 - 2550 - - -
(SECOND DWELL) 2700 2300 800 1)
OTHER FUNCTIONS DURING HEATING
VACUUM - N/ME 13 w3 w3 102
Py CR OR = OR 5 OoR s
GAS, TYPE - N/M /INERT, 105/ /INERT, 10%/ /INERT, 107/ JINERT, 107/
STIRRING YES YES YES YES
MAXIMUM TEMPERATURE ¢ 2700 2300 a00 1190
COOLING RATE °C/SEC
HIGH /1000 {QUENCH)/ /1000 (QUENCH)/ - /1000 (QUENCH)/
MEDIUM ~100 {NO QUENCH) ~100 {NQ GUENCH) - ~1080 [NO GUENCH)
Low 5-10 (CONTROLLED) 5-10 {CONTROLLED) T /5-10 (CONTROLLED)/
COOLING METHOD
RADIATION YES YES YES YES
GAS (TYPE)/TEMP “C INERT, 25 (BOULE ONLY) - INERT, 25
INERT, 25 oR
LIQUID TYPEYTEMP °C H,0, 25 - - H,Q, 25
GRYO (TYPE) - fLiQuID He (conTrOLLED)Y, | - -
HEATING POWER (WATTS} 2107 - 3 x 107 10% . 2 « 107 10%- 2 « 10° 108 — 2 x 16°
{85 %107 -5 x 104 g
PRODUCT RECOVERY %
MECHANICAL RETRIEVAL YES YES YES YES =
oR AR or %
FREE SUSPENSION YES YES - YES
OTHER (TYPE) - - - - %
GUENCH (TYPE) H,0 INERT GAS - H,0 K
[CONTROLLED)
PROCESS DURATICN PROD, | EXPERIMENT EXPERIMENT EXPERIMENT EXPERIMENT g
TIME TO DWELL. -in 12 1-2 0,1-1 1-2 -
MIN MIN MIN MIN MIN %
TIME AT DWELL (SOLID) 10-20 0 0
MLN
TIME TG MEL.T £ SUPERHEAT 25 ] "] 0 0
MIN
TIME AT OWELL (MOLTEN} 1-5 2-4 2-4 2.4 2-4
MIN MIN MIN MIN MIN
TIME TO COOL TO RECOVERY TEMP. 0.1-10 2.4 2-24 1-4 2-4
MIM MIN MIN MIN MIN
TOTAL TIME 15-50 5=10 5-10 4-9 5-1D
MIN MIM MIN MIN MLN
SPACE PROCESS WASTE )
GAS (TYFE) INERT, €O, £0,, Oy, Ny, INERT, €O, €O, . O, N, - INERT, CO, €0,, O,, N,
STEAM H, STEAM
LIQUID (TYPE} H,0 - - H,0
SOLID (TYPE) MOLYBDENUM, MoO, CARBIDES - TUNGSTEN, WO, Cu
HEAT (JOULES) 6x10% - 2% 10 3% 10° — 168 3x 10° — 10 3xo®—6x10°
[6 % 107 - 2 2 108
SPACE PROCESS SAFETY CONSIDERATIONS
THAZARDS]
HOT PRODUCT (TEMP} °C 2700 2300 B4 1100
REACTIVE GAS - - - -
PRODUCT LIQUID - - - -
BY-PRODUCT SOLID - - - -
PARTIC, RADIATION /ELECTRONS (LOW)/ - JELECTRONS (LOW)/ /ELECTROMNS (LOW)/
LASER BEAM - - - -
EL.LECTROMAGMETIC RADIATION YES YES YES YES
OTHER - - - -
! ! INDICATES UNRESOLVED OPTION

» ESTIMATED SELLING PRICE OF PRODUCT BASED ON PRESENT PRICE STRUCTURE AND SALES
«*£STIMATED NUMBER OF APPLICATION AREAS, REPRESENTATIVE EXAMPLE 1S SHOWN
{ ] INDICATES PATA FOR A PRODUCTION QUANTITY OFMATERIAL UNBRACKETED DATA 1S FOR EXPERIMENTAL QUANTITY
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Table 3-3. Summary of Space Processing Requirements of
a Containerless Processing Facility, C

UNIFORM DISPERSIONS

OF SEMICONDUCTIVE/
SUPERALLOYS WITH PHOTOCONDUCTIVE MAGHETORESISTIVE
DISPERGED RARE PARTICLES IN GLASS FRARED
EARTH OXIDES (20-40)" ¢ EUTECTICS ()" SUPERCOMDUCTING RARE
(15.20)* SILVER CHLORIDE i IRON ANTIMONIDE- MONOTECTICS (3)*° BORIDES (55"
APPLICATION AREA | TITANIUM-LANTHANUM HIGH SILICATE GLASS | INDIUM ANTIMONIDE NIG21UM TIN-TIN LANTHANUM BORIDE
USER OR USES GAS TURBINE COM- STRIKING GLASS INFRARED POLAR- ELECTRICAL HIGH POWER
PONENTS, NUCLEAR IZATION LENSES, EQUIPMENT CATHODES
REACTOR CONTROL ELECTRONKC
RCDS COMPONENTS
(F‘.B.QMT_SIEEE
RAW MATERIALS TO CONSUMER
PRODUCT)
RAW MATERIAL{S) TITANIUM, HIGH SILICATES & IRON ANTIMONIDE & NIOBRAM &THN LANTHANUM
LANTHANUM GXIDE SILVER CHLORIDE INDIUM ANTIMON IDE HEXABORIDE

GROUND PREFROCESSED
FRODUGCT(S)

PRESSED, SINTERED
INGOT

TABLET OF COM-
MERCIAL SILICATE
GLASS POWDER
SILVER CHLORIDE
POWDER

BILLET

SINTERED COMPOSITE
NEOT

PRESSED, SINTERED
INGOT

RADIUS SPHERE

SPACE PROCESSED PRODUCT(S) | UNIFORM DIS— UNIFORM DIS- EUTECTIC BOULE MONOTECTIC BOULE POLYCRYSTALLINE
PERSION INGOT PERSION BOULE BOULE

FINAL GROUND PROCESSED GAS TURBINE LIGHT FILTERS POLARIZATION ELECTRICAL CATHCDES

PRODUCT(S} COMPONENTS LENSES COMPONENTS

BPACE FROCESSED PRODUCT

MATERIALLS} INGOT OF UNIFORMLY BOLULE OF FINELY BOULE OF LAMELAR BOULE OF LAMELAR BOULE OF
DISPERSED LAN- DISPERSED SILVER IN Sb-FeSb NbSn=Sn POLYCRYSTALLINE
THANUM OXIDE In CHLORIDE IN LaBg
TITANIUM SILICATE GLASS

QTY REQUIRED PER YR (KG) [ee, 000 - 180,000} EXPERIMENTAL EXPERIMENTAL EXPERIMENTAL EXPERIMENTAL,

ESTIMATED FRODUCT VALUE $70, 000, 000 - EXPERIMENTAL EXPERIMENTAL EXPERIMENTAL EXPERIMENTAL

FER YEAR TO USER{5)}" %140, 000, 000

BATCH OR UNIT SIZE (METERS) 0035 [,0a] 04 RADIUS SPHERE .04 RADIUS SPHERE 02 RADIUS SPHERE .02 RADIUS BOULE

* ESTIMATED SELLING FRICE OF PRODUCT BASED ON PRESENT PRICE STRUCTURE AMD SALES
**ESTIMATED NUMBER OF APPLICATION AREAS, REPRESENTATIVE EXAMFPLE IS SHOWN
i ] INDICATES DATA FOR A PRODUCTION QUANTITY OFMATERIAL UNBRACKETED DATA IS FOR EXPERIMENTAL QUANTITY

BATCH OR UNIT WEIGHT (KG) 003 11,3] 1,3 K} 0.3 16
PRESENT PROCESSING PROBLEMS
. CONTAMINATION FROM CRUCIBLE - YES - - -
NUCLEATION FROM CRUCIBLE - YES YES YES -
WALLS
CONVECTION [M MELT - YES YES YES -
BUOYANCY OR SEDIMENTATION YES YES YES YES YES —_
FAST OR UNIFORM COOLING - - LUNIFORM UNIFORM -
FAST OR UNIFORM SUPERCOOLING - YES - - -
OTHER NONUNIFORM MHON-UNIFORM - . UNDESIRABLE GRAIN
DISPERSION DISPERSION STRUCTURE & PURITY
SPACE PROCESSING REQUIREMENTS
PRE-HEATING (TEMP) °C - 1300 - - -
INSERTION = MECHANICAL OR EITHER EITHER EITHER EITHER EITHER
ELECTROMAGNETIC
HEATING RATE - %C/SEC ’
HIGH 10 = 100 0- 100 18- 100 14 - 100 10 - 100
Low 5. 10 5-10 5-10 5-10 5-10
HEATING DWELLS - T =
TEMPERATURE - ¢C
R EL 1700 - - - -
SECOND DWE| 2000 1500 ~ 1200 500 2300
OTHER FUNCTIONS DURING
HEATING
VACUUM - n/mZ <167 <1073 <™ <102 < 1078
an
K Rz 5 Sr—g OR—g oR—s
GAS, TYFPE - N/M JINER'T, 107 INERT, 10 ; O, /INERT, 107/ JINERT, 10°/ { INERT, t0°/
STIRRING YES YES YES YES YES
MAXIMUM TEMPERATURE °C 2000 1500 1200 900 2100
COOLING RATE °C/SEC
HIGH 11000 (QUENCH} / - - - -
MERIUM ~ 50 (N QUENCH) 25- 50 ~ 20 ~ 20 ~ 50
Low § - 10 {CONTROLLED) 1 - 10 (CONTROLLED) 2- 5 (CONTROLLED) 2 - 5 (CONTROLLEDR) 1 = 10 (CONTROLLED)
COOLING METHGOD
RADIATION YES YES YES YES YES
GAS (TYPE) TEMPOC INERT, 25 - - - INERT, 25
OR:
LIQUID (TYPE) TEMPYG H,0, 25 - - - -
CRYO (TYPE) - - 2 - -
HEATING POWER [(WATTS) 2000 = 3000 16* - 20t to® - gaa* 10° - s ? Sxi - 100
[sx109]
PRODUCT RECOVERY
MECHANICAL RETHIEVAL YES o YES YES o YES 4o YES pno
FREE SUSPEMSICN CONTROL | YES - YES YES YES
OTHER (TYPE) - - - - _
QUENCH (TYFE) INERT GAS - - - -
L
FROCESS DURATION PROD, EXPERIMENT | EXPERIMENT EXPERIMENT EXPERIMENT EXPERIMENT %
TIME TO DWELL 0.2-4 0.3-2 23 MINUTES 2-5 MINUTES 2-3 MINUTES 0.2-2 MINUTES |
MIN_ M £
TIME AT DWELL (SOLID} 10-20 0 ] [} ] T (]
MIN
TIME TO MELT & SUPERHEAT 24 [ ] - [ ] (] -
MIN._ : . . - N AN o
TIME AT DWELL, (MOLTEMN) 1-5 ) T-5 MINUTES 128 MINUTES 1-5 MINUTES 34 MNGTES =
MIN MIN
TIME TO COOL TO RECOVERY 0,1-5 4 %5 MINUTES z-3 MINUTES 5 MINOTES 4 MINUTES
TEMP, MIN MIN §
TOTAL TIME 14-38 5-10 5-15 MINUTES 5-15 MINUTES 5-15 MINUTES 5-10 MINUTES o
MIN MIN r"g
SPACE PROCESS WASTE =
GAS (TYPE) INERT, CO, GOy MERT, O, 5i0z INERT INERT INERT, €O, COp,
Hz, STEAM Si SUBORDES O Ny Hy
LIGUR (TYPE) H20 z - - - N
SOLID (TYPE) Ti, TiQy, LaO, OXIDES Sn, Fe, In Sb, Sn BORIDES,
SUB~BROIDES
HEAT (JOULES) 6x10° - 2x10® 3x10° - 2307 an10® - antn’ 2x10° - 5x10% 21105 - 107
ex10” - 10
P, PROCESS SAFETY
COMSDERATICHS RDS)
HOT PRODUCT {TEMP) °C 2000 1500 TO 1200 800 200
REACTIVE GAS - - - - -
PRODUCT LIQUID - - - - -
BY=PRODUCT SOLID - - - - -
PARTIC, RADIATION - JELECTRONS (LOW)/ - {ELECTRONS (LOW)/ -
LASER BEAM - JSPECULAR - - -
REFLECTION/
ELECTROMAGNETIC RADIATICN YES {INGL. OPTICAL) YES YES YES YES (INCL OFTICAL)
COTHER - - - = TOXIC BORIDE VAPORS
! { INDICATES UNRESOLVED OPTION
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Table

3-4, Summary of Space Processing Requirements of
a Containerless Processing Facility, D

APPLICATION AREA

REFRACTORY.
SILICIDES {(10)""
MOL YBOENUM
DISILICIOE

UNIFORM DISPERSICN
OF PHOTOCHROMIC
PARTICLES [N GLASS
{20)"* 5102 GLASS
wITH EUROFIUM
AND/QR CERIUM

AMORPHOUS METALLIC
CONDUCTORS (10)*"
FALLADIUM SILICON

FERROMAGNETIC
EUTECTICS
{10)** IRON—
IRCN SULPHIDE

USER OR USES

HIGH-TEMP CORROSION
RESIST, ELECTRONIC

PHOTOTROPIC WINDOWS

ELECTRONIC SUBSTRATES

MAGMNETIC APPLICATIONS

SUBSTRATES
PRODUCT STEPS
(RAW MATERIALS ‘10 CONSUMER
PRODUCT)
RAW MATERIAL(S) MoSiy SILICATE GLASS AND EUROPIUM] CRYSTALLINE PALLADIUM {ROK — IRON SULPHIDE COM—

AND/OR CERIUM

SILICON

POSITE

GROUND PREPROCESSED
PRODUCT(S)

PRESSED, SINTERED INGOT

TABLETS OF GLASS POWDER
AND Eu OR Ce

POLYCRYSTALLINE INGOT

COMPOSITE INGOT

SPACE PROCESSED PRODUCT(S)

POLYCRYSTALLINE BOULE

AMORPHOUS BOULE

AMORPHOUS BOULE

LAMELAR INGOT

.y
apvEd 1A0TI0d

FiMNAL GROUND PROCESSED
PRODUCT{(S)

ELECTRICAL COMPOMENTS

PHOTOTROPIC WINDOWS

ELECTRONIC COMPONENTS

MAGMETIC COMPONENTS

SPACE PROCESSED PRODUCT

MATERIAL(S)

BOULE OF POLYCRYSTALLINE
MuSiz

BOULE OF AMOPHOUS Si0p
GLASS WITH DISPERSED
EURQPIUM AND CERIUM

BOULE OF AMORPHOUS
PALLADIUM SILICON

INGOT OF LAMELAR Fe—Fe$

GTY REQUIRED PER YR (KG)

EXPERIMENTAL

EXPERIMENTAL

EXPERIMENTAL

EXPERIMENTAL

ESTIMATED PRODUCT VALLUE
PER YEAR TQ USER(S)®

EXPERIMENTAL

EXPERIMENTAL

EXPERIMENTAL

EXPERIMENTAL

BATCH CR UNIT SIZE (METERS)

0,02 RADIUS BOULE

& 02 RADIUS SPHERE

0,02 RADIUS SPHERE

0.2 RADIUS BOULE

BATEH OR UNIT WEIGHT (KG)

9,32

ol— 04

Q.32

M

PRESENT PROCESSING PRCBLEMS

CONTAMINATION FROM CRUCIBLE

NO

MUCLEATION FROM CRLKIBLE
WALLS

YES

YES

NO

CONVECTION IN MELT

YES

YES

BUOQYANCY OR SEDIMENTATION

YES

HO

YES

FAST OR UNIFORM COOLING

YES

UNIFORM

FAST OR UNIFORM SUPERCOOLING

YES

UNIFORM

OTHER

UNDESIRABLE GRAIN
STRUCTURE AND PURITY

UNIFORM DISFERSION

SPACE PROCESSING REQUIREMENTS

PRE~HEATING (TEMF) °¢

300

INSERTION — MECHANICAL OR
ELECTROMAGNETIC

EITHER

EITHER

EITHER

EITHER

HEATING RATE — °C/BEC
HIGH
Low

10 = 100
S5=10

10— 1o
5—10

10—~ 100
5—10

10— 100
5—10

HEATING DWELLS
TEMPERATURE — °C

(FIRST DWELL)
(SECOND DWELL}

2200

1500

960

900°c

OTHER FUNCTIONS DURING
HEATING

VACUUM — NmZ

g3

g3

Rl

GAS TYPE — N'ME

R"R—5
{INERT, 10°%/

INERT, 10°:0,

oR —%
/INERT. 10°

Rs
JINERT, 167/

STIRRING

YES

YES

YES

NG

MAXIMUM TEMPERATURE °C

2200

1500

960

988

COOLING RATE °¢/BEC
HIGH

MEDIUM

~80

~25

=20

LOwW

1 — 10 {CONTROLLED)

1 — 10 (CONTROLLED)

1 = 10 (CONTROLLED)

001 — 0,03 (CONTROLLED)

COOLING METHOD
RADIATION

YES

YES

YES

YES

GAS (TYPE) TEMP °C

INERT, 25

INERT, 25

LIquID (TYPE) TEMP °¢

CRYDQ [TYFE)}

HEATING POWER (WATTS)

5X 10 — 14

2X 1P —5X 100

10° — 5 % 10°

PRODUCT RECOVERY
MECHANICAL RETRIEVAL

YES

YES
OR

FREE SUSPENSION CONTROL

YES

GTHER (TYFE)

QUENGCH (TYFE)

FROCESS DURATION
TIME TQ DWELL TEMP

EXPERIMENT

0,2—2 MINUTES

EXPERIMENT

2—5 MINUTES

EXPERIMENT

0, 1—-5 MINUTES

EXPERIMENT

01— MINUTES

TIME AT DWiELL (50L4D)

o

0

]

0

TIME TO MELT: SUPERHEAT

]

0

[H

0

TIME AT DWELL (MOLTEN}

2—4 MINUTES

1—5 MINUTES

1—5 MINUTES

-5 MINUTES

TIME TC COOL T RECOVERY
TEMP

2—4 MINUTES

2—5 MINUTES

2—5 MINUTES

13 HOURS

TaTAL TIME

5—10 MINUTES

515 MINUTES

315 MINUTES

121 —188 MINUTES

SPACE PROCESS WASTE

GAS (TYPE) INERT, €0, GO, INERT, Oz, 5{95, 3i INERT -

Oy, Nau Hy SUBOXIDES Cp 0y, Ey0
LIQUID {TYPE) e - - -
£0L10(TYPE) MoSip, OTHER — —_— . |-OXIPES, Co Eu_ PaSt Fe, 5, FeS

SILICIDES OF Ma

HEAT {JOULES) (KW)

2x 165 - gx 106

ex 105~ sx10°

2x 19— 5% 10°

sx 108— gx 107

SPACE PROCESS SAFETY

CONSIDERATIONS (HASARDS)
HOT PRODUCT (TEMP) “C

200°¢

1500

960

988

REACTIVE GAS

PRODUCT LIGUID

BY-PRCDUCT SOLID

PARTIC, RADIATIOMN

/ELECTRONS {LOW)/

ELECTRONS {1LOW)

LASER BEAM

SPECULAR REFLECTION

ELECTROGAGNETIC RADIATION

YES (INCL OPTICAL}

YES (INCL OPTICAL}

YES

YES

OTHER

! / INDICATES UNRESQLVED OPTICN
+ ESTIMATED SELLING PRICE OF PRODUCT BASED ON PRESENT PRICE STRUCTURE AND SALES
+* ESTIMATED NUMBER OF APPLICATION AREAS, REPRESENTATIVE EXAMPLE 1S SHOWN

1 | INDICATES DATA FOR A PRODUGCTION QUANTITY OFMATERIAL UNBRACKETED DATA IS FOR EXPERIMENTAL QUANTITY

/(l;'
NV I00q108
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SECTION 4

FACILITY PROCESS REQUIREMENTS AND RANGE OF
MATERIALS PARAMETERS

4,1 CARDINAL MATERIAL PROPERTIES

Certain cardinal propertieg of materials determine the type of container-
less processing facility required to perform the desired processes with such
materials. Their electrical resistivity and variation with temperature
determine the effectiveness of electromagnetic position control, electromag-
netic spinning, induction heating, and electromagnetic stirring. The coefficient
of secondary electron emission determines the feasibility for electron beam
melting of the freely suspended material, without providing grounding for the
piece. The maximum temperature to which the material must be heated, its
dimensions and its total emissivity determine the minimum required heating
power, while its specific heat and latent heat of fusion as well as amount of

available power are required to estimate the melting time.

The important material parameters for the specific application examples
were compiled and the results illustrated graphically with respect to the number
of identified cases versus their resistivities (in the range of 10-8 to 10_2 ohm
meters) as illustrated by Figure 4-1, which is a histogram of the numbers of
candidate cases falling within a specific range of electrical resistivity. Also iden-
tified in this histogram are the general ranges which include exarnples, already dis-
cussed, of carbides, borides, nitrides, silicides, beryllides, sulfides, a.nd.
oxides of metals (when heated), chalcogenide* glasses (pre-heated}, pure
metals, alloys of metals, and semiconductors (some require heating). The
overwhelming number of cases of thesar materials considered fell within the
range of resistivity illustrated and are thus suitable for processing in an

electromagnetic containerless system.

#Glasses formed by combinations of the chalogens, 5, Se, Te, with one or more
elements, such as As, Ge, Si, Te, Pb, Sb, Bi, etc.

4-1
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NUMBER OF IDENTIFIED CASES

1000

| I!IIII_I

100

*III
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Flll
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-
o

COMPOSITES

SINGLE CRYSTALS

—

Frgrmg

AMORPHOUS METALLIC MATERIALS

MOLTEN
L e
Ge P Si

1 Illlllll 1 11 1 1111

" CHALCOGENIDE GLASSES (PRE-HEATEI%)-

DOPED GLASSES
- :

SILICON CARBIDE AND

BOROALUMINATE GLASS

— —

1 JIIIIII' 1 1t 1 1111

{(PREHEATED) (PREHEATED)
..METALLIC OXIDES - ZIRCONIA, CERIA,
THORIA

L0 3111l

108

10

RESISTIVITY IN OHM-METERS

=5 1074 1673

1072

Figure 4-1. Numbers of Identified Candidate Materials with Various Ranges
of Electrical Resistivity



Also considered was the number of examples for which the ''second cross-
over point, '"* in secondary electron coefficient versus energy, lies in various

ranges from 0.5 kev to 20 kev.

Electron beam heating can be considered for materials for which the ''second
crossover point" is no less than two or three kilovolts. From Figure 4-2 it is
evident that most of the cases considered have a ''second crossover point" at
electron energies which allow use of ¢lectron beam heating in conjunction with or
as an alternate to RF induction heating. In addition to electrical resistivity and
secondary electron emission coefficient, environmental gas purity requirements,
possibilities of bubble formation in the melt and possible consequent require-
ments for removal by specimen spin and surface tension are considered. The
ratio of density to surface tension determines the maximum specimen rotation
speeds which can be tolerated for gas bubble removal without causing excessive
deformation of the molten specimen. Density is also important in determining

the relative accelerations that will be caused by application of positioning forces.

4,2 KINETICS OF SPECIMEN HEATING AND MELTING AND HEATING POWER
REQUIREMENTS

4.2.1 KINETICS OF HEATING AND MELTING

It is important to know the power required to heat a specimen to the
melting point and to melt it in a specified period of time. To estimate the time
to melt a Sphérica.l specimen with a given amount of power coupled into it, for

heating and melting, the following equation was developed:

*The ""second crossover point' is defined as that electron energy at which the
total secondary electron emission falls below unity, precluding electron beam
melting of free specimens with electrons of greater energy.
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Figure 4-2. Numbers of Candidate Materials Arranged According to
Second Crossover Point in Electron Emission



(4,2.1-1)

A -1 -1
t = '
2o tan (& Tm) + tanh = (o Tm)

--2-% -{tan-l(aTl) +tanh-'1 (aTl) }

Qu *

+ mL

N-AceT

Wherein:

T. denotes the initial temperature

1
T . " the melting point of the material
L " the latent heat of fusion
m " the mass of the body
C " the specific heat of the material
N " the power supplied for heating
A " the surface area of the body
€ - the emissivity of the material
o " Stefan-Boltzmann constant
o -

The foregoing equation was developed by considering a power balance equation,

4 dT ’
N - AgeT =mc 3= - (4.2.1-2)

for heating. It implies that the power supplied for heating minus the 1osses;
due to ra’liation equals the actual power absorbed by the material as it is

heated, This equation can be put into another form,



Rt

f"—e,} oz
L=l

with 4 =aT. This gives the two bracketed terms on the right hand side of
Equation 4. 2.1-1 when integrated between some initial temperature T1 and the
melting temperature Tm.

Having heated to the melting temperature Tm an additional amount of
heat,mL, must be supplied to melt it, The time necessary to supply

mli.

this heat is;t = — 4 ° The total time to melt a specimen, then, from
N-AO'E’I‘m

an initial temperature Tl is t + t thus giving Equation 4.2,1-1, where tl is the

time to heat the specimen to the melting temperature, Trﬁ obtained in the foregoing.

The basic physical assumptions used to develop the equation include the
body heated uniformly so that it experiences a nearly uniform temperaturle
rise throughout its volume and that the power supplied to the body is constant,
Considerations of heat flow have been neglected. For small specimens for
which heat can be transferred rapidly throughout the specimen, this is a good

assumption and so the equation 4,2,1,1 is a good estimate.

It is clear that to melt the specimen, the power supplied, N, must be greater .
than the power radiated at the melting temperature, AecTrfl. For values of

4 .
N~ A€o Tm’ it will take extremely long time to melt the specimen,

Limited computations were carried out for a number of metals with melting
points up to that of iron (181001{) and reported in Ref, 4-1. When the power
available for heating is greatly in excess of that required to furnish radiation
losses at the melting temperature, the time for rnelfing is inversely propor-
tional to the total heating power, Figure 4-3 shows a typical relation for one

centimeter radius metal spheres and the departure from this inverse relationship
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when the heating power is only slightly in excess of that required to furnish
specimen radiation loss. A computer program was written to obtain these

curves and the runs for a one centimeter radius sphere were hand checked,
Unfortunately, because of the many parameters involved in Eq. 4.2.1-1, it is
necessary to perform new calculations for each specimen size and for other
materials parameters. A survey of other cases for the refractory metals has
been performed. These results were, that for high melting point materials, such as
the refractories, heating powers only slightly in excess of those Tequired to
furnish radiation loss are required to reduce heating and melting times to
reasonable values, of the order of a minute., For this reason the total heating
power assumed in the engineering capability studies of Section 6 assume a total
heating and melting po(ver 20 percent greater than that required to

furnish surface radiation losses at the melting point. For a lower melting

point and larger specimen the quantity of latent heat which must be furnished

for melting becomes larger, relative to the total radiated energy, for reasonable
processing times, However, for these cases the heating power limitations will gen-
erally be less important for early experiments with specimens of size less than the
maximum which can be handled with given facility power. Examination of the
typical time requirements for maximum power for the processes discussed pre-
viously in Section 3,5, indicates that the maximum power specified, for any given
material process,is generally required for periods of time measured only in
minutes. For this reason,it is natural to assume such peak powers will be
furnished by storage batteries capable of several times the maximum average
power available to the Space Lab Containerless Processing Facility.

This approach, which has already been utilized in the M512 Skylab experiments,
thus allows consideration of processes whose peak power requirements are con-
siderably in excess of average facility power capabilities, It has been suggested
that a minimum power of 5 KW be considered for the facility, For this reason

5 KW was the minimum peak power in the facility capability estimates of

Section 6,



4.2.2 COOLING TO SOLIDIFICATION TEMPERATURE AND TIME REQUIRED
FOR SOLIDIFICATION

These questions have been discussed numerically in Ref, 4-1 including
the effects on onset of solidification at temperatures well below fhe normal
solidification point. Because of the absence of crucible walls to furnish sites
for heterogeneocus nucleation in the rhelt, the subcooling phenomenon is expected
to be encountered relatively frequently. Extreme subcoolings may be observed
in many cases of interest {and in fact provides one of the principal motivations
for the containerless experiments), and procedures for computing upper and

lower bounds on time for solidification are given in Ref, 4-1.

4,3 HEATING METHODS

In this report, much emphasis is placed upon RF induction heating which
in many cases represents the simplest and most convenient heating method. In
the earliest experiments, the requirement for a conservative approach in
selecting the size of the field producing coils indicates use of only moderate
electromagnetic coupling which, in turn, results in only moderate heating
efficiencies. For this reason electron beam heating should be considered in
some of these earliest experiments in which heating efficiencies of 50 percent
would be desirable. Electron beam heating is also indicated for specimens of

lower resistivity for which induction heating efficiency is very small,

The following two sections discuss the relative domain of applicability of
these heating methods, It will be seen that the two techniques tend to be
complementary, so that between them essentially all of the important examples

of containerless processing discussed in Section 3 can be encompassed.

4.3.1 RF INDUCTION HEATING-

Radio frequency or eddy current heating is widely used in industry for

commercial processes in which it can provide high heating efficiencies when the
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work coil is inductively tightly coupled to the specimen. This form of heating
and melting is also favdred in many materials process experiments and has
been widely used in terrestrial levitation experiments in which a radio frequency
field is used simultaneously for both levitation and melting. It is therefore
natural to consider extending these techniques to containerless processing ex-
periments in space for which the radic frequency generating equipment would
already be available for specimen position control in the facility., An important
new degree of freedom can be achieved in the space environment in which the
translational forces provided by the electromagnetic system are no longer
required to equal the specimen weight on earth. Since only very small forces
need be provided, the positioning and heating functions can be, to a large extent,
separated, The heating of the specimen is proportional to the square of the
magnetic field intensity, Hz. and the translational force is roughly proporticnal

to the gradient of Hz. Thus there is considerable latitude in the relative adjust-
ment of these parameters by suitable coil design even at a fixed frequency.
Since the frequency dependence of specimen heating and specimen translational
forces are generally different, considerable flexibility is also available in
adjusting the frequency to vary heating efficiency while at the same time

achieving adequate positioning forces,

Another new requirement in the application of these radio frequency tech-
niques in a Containerless Processing Facility for space is the achievement of
greater power efficiencies. Levitation techniques to date have been character-
ized by relatively low power efficiencies with RF power sources of several tens
of kilowatts béing used for the treatment of specimens in the one centimeter

diameter size range.

4,3,1.1 Absorbed Power

In this section the basic equation for the total joule heating in the specimen

due to induced eddy currents in the specimen is discussed. It is assumed that
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the specimen is introduced into a sinusoidally alternating magnetic field of
intensity H,which was relatively uniform prior to the introduction of the specimen.
The total power absorbed by the specimen of radius a and electrical resistivity

i8
pe

N = 31TapeH2F1(x), (MKS) {4.3.1-1)

F'l(x) is a function of x, the latter being the ratio of sphere radius to electro-
magnetic skin depth in the specimen. The units employed here are the meter-
kilogram-second (MKS). These are the usual units employed in this report.
However, for some calculations it is more convenient to employ centimeter-

gram-second (CGS) or Gauss units. * In these units, formula (4. 3.1-1) becomes

9
3:10 2
N =T5— ap B°F (x), (CGS), (4.3.1-2)

s . s , . -1 c
where a 18 in cm, pe in 2-cm, B in gauss and N in ergs-sec . If N in the

latter formula is reckoned in watts,

N =5.9 apeHzFl(x), (mixed units) (4.3.1-3)
The function Fi(x) is derived by Smythe {Ref. 4-2) and Fromm and Jehn (Ref.
4-3) and is given by

x%(sinh2x + sin2x) -coshZx + cosix)
cosh2x -cos2x

F, (=)= 3 (4. 3.1-5)

*MKS and Gauss units will be used without prejudice in this report,due to the
fact that many of the magnetic field computations that are available employ
the latter units,
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for very large x, Fl(x)_"x. Simple approximations to Fl (x) for large and small

x are shown in Figures 4-4 and 4-5, taken from Ref. 4-1, These figures also
compare these approximations to exact computations of the function. Since the
values of Fl (x} drop precipitiously for x values less than the order of unity, the
desire for high power efficiency requires that the facility frequency be so adjusted
as to achieve values of x on the order of unity or greater. It should be pointed

. out that it is misleading to assume that the specimen heating will rise without
limit in a practical facility as x is increased. It must be realized that Figure

4;5 gives the specimen heating variation if the magnetic intensity, § could be
maintained as the facility frequency is raised (as x is increased)., However, for
a facility operating at a fixed current and hence H level, the copper losses in

the work coil will increase as the sé]ua,re root of the frequency for high frequencies
due to the decrease of skin depth in copper. As is discussed in Section 5. 3.10
these considerations indicate maximum power transfer to the specimen for values

of x in the neighborhood of 3,

In the large x approximation, F1 (x)7x, Eq. (4.3.1~1) can be written as

37 apeBZ R,

N =—s— £* (4.3.1-5)

T

where U is the pérmeability of free space {u= 4w 10-7 MKS).

Since the skin depth 0 is given by
2p

b =g—F (MKS)
pew

H becomes

— 2
3 \
N =21 6—(“/“—3) 2% for x>>1 (4.3.1-6)

2
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Letting (5)('\/wBZ) = K3, using the surface area A of the sphere, A = 41‘7&2, and

setting p_ = 47x1 o™’ henry/meter, we may write this as

N = 3xl 07
T o32w

WoBZ) A = 3x10°K_A (4. 3.1-7)
3

—__2 ‘
The parameter K3 = 6(/wB") is a product of the material parameter skin depth

2
and the engineering parameter {(/wB").

It is interesting to note that for reasonable changes in specimen size in a
given facility, the total heating is proportional to the total surface area A of the
specimen. Of course, the radiant heat loss from the specimen is also propor -

tional to A,

4.,3.1.2 Range of Electromagnetic Skin Depths for Materials of Interest

Because the most important material parameter in determining the facility
specifications is the electromagnetic skin depth, we here give a summary of this
parameter over the wide range of specimen resistivities which may be con-
sidered for an electromagnetic Containerless Processing Facility, Figure 4-6
shows the variation of electromagnetic skin depth 6 as a function of frequency
for various resistivities. Because of the wide range considered, the straight
lines have been chosen to correspond to constant resistivities, each differing
from the other by two orders of magnitude {factors 1(_)2). Also indicated by the
arrows and labels are the ranges of specimen resistivities discussed in Section
4.1, It can be seen that electromagnetic skin depths of one centimeter or less
(x values of unity or greater for reasonable size specimens) can be achieved for
frequencies no higher than 20 MHz, Employment of microwave induction does
not appear to be necessary for the range of materials and processes which are

considered here,
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For very high resistivity specimens such as cold glass, alternate position
control techniques, such as standing sound waves in gas filled cavities, can be
considered. Here it is anticipated that alternate methods of heating other than
the RF or electron beam techniques considered in this report must be employed,
The work coils required for the former would undoubtedly inte rfere with the
standing sound wave pattern, Electfon beam melting, at the required electron
- energies, wéuld not be applicable due to electron scattering from the working
gas in the sonic system and radiant heating may be required. However, micro-
wave induction by cavities or resonators having no "work coeils, " would not inter-
fere with the acoustic method in the range of resistivities for which it is warranted.
It should be noted that many of the experiments and pr‘ocess.es identified in Section
3.5 call for controlled gas environments at pressures too low to be practicable for
the sonic positioning technique, Other experiments and processes adaptable to

sonic position control are being studied in other laboratories (see Ref, 4-4 & 4-5),

The above considerations indicate that eddy current induction heating of
both good and relatively poor conductors is feasible provided magnetic fields
of adequate intensity can be provided over a frequency range up to 10 or 20 MHz,
the higher frequencies being employed for the poorer conductors in order to

achieve x values above the 'knee'" of the heating function curve, Fl(x).

4.3,2 ELECTRON BEAM HEATING AND MELTING

There is a large class of material examples which can be electron beam
heated and melted in the levitated condition, without the need for grounding of
the material. This possibility arises from the circumstance that the total
secondary electron emission coefficient can exceed unity for these materials
if proper selection is made of electron beam energy. The electrostatic poten-
tial of the levitated material will automatically adjust itself to that value, in the
range of a few tens of volts positive, which causes an adjustment of the net
number of low energy secondaries emitted such that the total electron flux

leaving the specimen equals the total flux of electrons in the impinging beam,

4-16



4,3,2.1 Basic Problem

The potential of a levitated solid, when bombarded by an electron beam, is
determined by the number of electrons entering the solid as compared to the
number of electrons leaving the solid (Ref, 4-6, 4-7, 4-8). If more electrons
enter than leave, the body will charge negatively, while if more electrons leave
than enter, the body will charge positively. If the potential of the body becomes
too high, then there will be electrical discharges between the body and lower
pbtential portions of the system. The current to and from the levitated speci-
men will be composed of true secondary electrons, charged ions, inelastic and
elastic scattered beam electrons and, when the specimen temperature achieves
sufficiently high values, thermionic emission {Ref. 4-8) and charged ions. If the
specimen potential rises slightly, due to the total secondary emission coefficient
exceeding unity, a large proportion of the low energy secondary electrons will be
stopped in a space charge region surrounding the specimen and returned to the

gpecimen,

For many materials, thermionic electron emission will become adequate
to maintain a zero net electron flux pi‘ior to achievement of melting temperatures,
Initial grounding of the cold specimen can then be effected by mounting the
unmelted specimen on a grounded, possibly retractable, "sting" ofAthe same
material to reduce contarmination. For this very large class of materials,
charge balance on the specimen will be maintained with a specimen charge

only on the order of an electron volt or so.

4.3.2,2 Secondary Electron Emission and Backscattering of Electrons

Experimentally it is virtually impossible to separate secondary electron
emission and backscattering of electrons. These are usually lumped together
and called secondary electron emission. Thus there are three groups of secondary

electrons emitted from the surface of a body. These are:
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a, Primary electrons reflected elastically
b. Primary electrons reflected inelastically

c. True secondary electrons.

True secondary electrons are electrons ejected from the solid as a result of
bombardment by the primary electrons. Most of them have energies of a few
electron volts, this energy being nearly independent of the energy of the incident
primaries. An excellent review of the theory of secondary electron emission
cé.n be found in references 4-7 & 4-8. Primary electrons reflected elastically
have the same energies as the primaries incident on the body. Inelastically
reflected electrons and true secondary electrons cannot be rigorously dis-
tinguished because both have a continuous energy spectrum. However, since
true secondary electrons are mainly slow electrons, electrons with energies
lower than 50 e. V, {electron-volts) are arbitrarily identified as true secondary
electrons (Ref, 4-7), The rest are identified as reflected electrons. This
distinction is meaningful for primary electrons with energies in the kilovolt

regime,

The total coefficient 0 of secondary electron emission is equal to the ratio
of the number of all secondary electrons emitted and reflected by the body to
the number of primary electrons incident on it during the same time., It is

given by

c=t+m+6 _ {4.3.2-1)

where r is the coefficient of elastic reflection of electrons, 7 the coefficient of
inelastic reflection of electrons, and § the coefficient of true secondary electron
emission. It is important to recognize that when consider.ing the potential of a
levitated solid it is the total coefficient of secondary emission that must be used.

There has been much confusion in the literature on this point,
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Each of the three coefficients r, 7, and 0(and consequently, 0) depends
prlma.rlly upon the nature of the material and the energy of the primary electrons.
The geometry of impingement of the electron beam is also important (e.g., ‘
normal or oblique incidence). However, for the applications discussed here

the beam will impinge nearly normally upon an approximately spherical

specimen and this factor is not considered an important variable.

The nature of the specimen is extremely important when considering
secondary electron emission, Figures 4-7 and 4-8 show curves of the total
secondary emission coefficient versus primary electron beam energy for a
number of metals, semiconductors 'and dielectrics. Figure 4-8 illustrates
the .difference that can be observed in platinum between the coefficient of total
secondary emission, 0, and the coefficient of Ntrue'' secondary emission, 0.
Platinum has a high coefficient of inelastic reflection, 7. Differences between
¢ and 0 will be appreciable for many substances where 7 and r are large.
"Tungsten is another such substance. Figure 4-9 shows the variation of 7 with

primary electron energy for a number of metals.

From Figures 4-7 and 4-8, it is at once evident that there may be two
crossover points where O is unity. To the left of the first crossover point,
o<1, and when bombarded with electrons with primary energy EP< El’ the
levitated solid will charge negatively until arcing occurs or it reaches the
potential of the electron gun cathode and the electron beam cannot reach the
levitated solid, To the right of the second crossover point, the levitated solid
will charpge 'négatively until the potential between the levitated éolid and the
electron gun cathode is such that 0 = 1 and the primary electron energy is

reduced to E When the bombarding energy is anywhere within the range be-

2°
tween the two crossover points, the net electron flux will become momentarily
a flux of electrons leaving the specimen. Very quickly, however, the potential
of the specimen will build up positively until a certain fraction of the emitted

secondary electrons are returned to the specimen. Since most of these secondarie:
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possess energies of only a few volts to tens of volts, only a slight adjustment

of specimen potential ié required. The specimen potential will automatically
adjust itself to that precise value such that the net electric current leaving

the specimen is reduced to zero. In practice it will generally be desirable to
utilize bombarding energies towards the upper end of the energy interval between
the two crossover points because of the greater ease of focussing at the higher

energies,

It is clear that’an immediate division among materials can be made
according to coefficient of total secondary emission. When the second crossover
point is high enough for efficient electron beam heating, then a levitated solid
can be heated and melted bfr electron bombardment, When it is not or if ¢ never
reaches unity, electron beam heating and melting can still be used for high
melting materials where the thermionic emission becomes sufficient prior to
melting, As mentioned above this would require mounting of these specimens

upon a conducting sting prior to melting.

The state of the surface is generally very important in secondary emission.
A rough surface may inhibit secondary electrons from leaving. Adsorbed layers
of gases and oxide coa.tings may enhance secondary emission, depending upon
the layer depth and primary energy. Thus contaminated material to be purified
by electron beam heating and melting may have enhanced secondary emission
over the purified substance. Stock tungsten, before degassing, for example,
may have a second crossover point beyond 5 KeV.. As the metal is purified

thisz will shift downward to about 3. 8 KeV.

4,3.2.3 Material Classes for Electron Beam Heating and Melting

The categorization of materials into candidates and non-candidates for
electron beam heating while levitated depends largely on the electron beam tech-
niques that can be employed in the environment of the levitation chamber. Pri-

matry electron energies as low as 2 KeV have been employed in zone refining to
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melt a wide variety of conductors, semiconductors, and insulators (Ref. 4-9,
4-10). A wide variety of electron beam techniques such as the annular filameﬁt,
the transverse gun, and the Pierce gun are available. Beam currents as high

as 5 amperes for primary electron energies of 2 Ke have been employed in

10 kilowatt facilities (Ref. 4-10). In general, it is the environmental conditions
in the chamber that determines whether electron beam melting of levitated solids

is feasible. These factors,
a. The proximity of the gun to the material being heated,
b. The degassing rate of the material,
c. The vapor pressure of the material,

d. Interference with the electron beam by electromagnetic fields from
the electromagnetic position control system,

e. The second crossover point of the material to be melted and its
variation with temperature,

must be considered.

The first four of these factors must be examined further in the light of
current engineering techniques. Focussing systems have been designed even for
annular filaments in which the filament does not have a direct, unobstructed line
of sight to the target and hence arcing and gun poisoning does not occur. The
last factor is the rhaterial parameter dictating what primary electron energies

can be employed in the facility without deleterious charge buildup,

Those materials which have second crossover points above 3 KeV are the
best candidates for electron beam heating and melting while in the levitated state.

This list includes;

a. The metals Iridium, Osmium, Platinum, Rhenium, Palladium, Silver,
Gold, Rhodium, Tungsten, Tantalum, Molybdenum, Bismuth, Cad-
miuvm, Lead and Tin.



b. Alloys of these metals and alloys of these metals with other metals
in which these metals predominate. '

c. Metallic oxides such as Al, O, MgO, ZrO,, ThO,, CeO TiOz..

2 2’ 2’
There are many other materials such as many sulphides, phosphors, and
alkalai halides which can also be considered, However, these materials have

not as yet been identified as candidates for electromagnetic containe rless

processing.

Materials which are also candidates for low accelerating voltage electron
beam heating and melting while levitated are those whose second crossover
points lie between 1 and 3 Ke V. For these materials the engineering considera-

tions discussed are critical, These include:

a. The metals Copper, Nickel, Iron, Hafnium, Cobalt, and Niobium.

b. Alloys of these metals and alloys of these metals with prime candidate
metals. '

¢. Compound Semiconductors such as an Indium- Antimonide, SbZCej,
Lead-Sulfide, Sb283, BiCsS, BiZCS, and GeCs.

d. Semiconducting glasses such as the chalcogenide glasses.

e. Amorphous metallic glasses such as PdSi.

The various materials which have been identified in Section 3 of this report
as being of great interest with respect to containerless processing in space have
been examined with respect to their secondary electron emission coefficients,
Figure 4-2 of Section 4.1 shows the number of interesting cases which have been
jdentified arranged according to the occurrence of their second crossover point
in four groups. Over half of the materials identified have second crossover

points in excess of 3 Ke V.
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Finally, there are those materials not considered to be candidates for
electron beam melting while levitated., These either have no second crossover

points or have them below 1 Ke V. These are:

a. The alkalai metals, Titaniurm, Aluminum, Zirconium, Scandium,
Vanadium, Beryllium, Yttrium, the rare earth metals, Barium,
and Radium. ‘

b. The elemental semiconductors Germanium and Silicon.

c. Some compound semiconductors such as Gallium Arsenide, GeS
and others,

d. Carbides, Nitrides, and Borides in general.

e. Carbon forms such as graphite,

There are exceptions among the carbides, borides, and nitrides which require
further study. In general, however, the materials listed will require a
grounding path until the temperature becomes high enough for thermionic’
emission to provide this role. In those cases for which melting occurs at a
lower temperature, electron beam melting cannot be considered for the levitated
specimens. Examination of the resistivity data of the previous sections indicates,
however, that most of these exceptions are easily heated by RF induction. It
ghould bé pointed out that in early experiments with containerless processing, a
conservative approach must be taken to provide sufficient free space between
the specimen and work coils. For this reason induction heating efficiencies, as
discussed in Section 6, would tend to be lower than electron beam heating

efficiency for many materials,



4,4 ENVIRONMENTAL GAS REQUIREMENTS

4,4,1 DEGASSING REACTIONS AND PURITY REQUIREMENTS

Degassing of metals in the solid state and the liquid state is employed to
significantly reduce the interstitial impurities which cause embrittlement, high
ductile -to-brittle transition temperafures, and other effects detrimental to the
service properties of the metal (Ref. 4-11, 4-12). The pertinent factors to con-

sider in achieving significant purification are

a. The residual gases and their partial pressures in the chamber
b. The temperature at which degassing is performed
¢c. The throughput of the vacuum system

d. The degassing reactions in terms of the reactants, products, chem-
ical equilibria at the degassing temperature, product partial pressures, -
and reaction kinetics

e. The dwell titne at the degassing temperatures -

f. The vapor pressure of the metal.

The residual gases present in vacuum systems are, generally, HZO’ 02‘ NZ’

CoO, CO HZ’ and CH4a These gases originate from system leaks, outgassing

27
of the hot furnace surfaces, the pumping system, and the metal being heated.
The pressure of each of these gases is dependent upon the furnace history and
the test conditions. During the heating-outgassing cycle, the total pressure of
these gases will increase to a maximum value and then decrease to a value
characteristic of the pumping system. In order to perform certain processes,
then, such as decarburization, the partial pressures of residual gases, such as
O2 in this case, must be adjusted to favor the degassing reactions,

Careful consideration must be given to the use of an inert gas during de-

gassing. A major disadvantage of the use of an inert gas is the great difficulty
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of measuring precisely the concentrations of the active impurity gases (Ref.
4-11, 4-12), With permissible partial pressures for degassing reactions at

the level of 10-‘3l torr or less, the allowable concentrations of impurity gases in
an inert gas at one atmosphere pressure will range from fractional parts per
million to 10_5 parts per million or less. Thus the allowable impurity concen-
trations in the inert gas may be so low as to prevent precise measurement and
to impose purity restrictions on the inert gas which are not attainable by present
technology. Another disadvantage is that the presence of the inert gas will lower
the reaction rate between the metal and the active gas impurity. Impurity gas
must collide with and must diffuse through the inert gases to reach the metal
surface. Thus the surface collision rate at a given pressure of an active gas

at the metal surface is lower in an inert gas than in a vacuum. When active
gases are used, as for example in decarburization, this may prolong the de-
gassing dwell, For these reasons degassing is usually performed in a vacuum

of the required partial pressures of active residual gases.

The critical knowledge gaps which must be filled, usually by experimental

research, are:

a. Dwell temperatures for solid state degassing

b, Environmental conditions maintained during the process
c. Dwell times required for solid state degassing

d. Dwell times while molten

e. Dwell environment while molten,

With higher temperatures achievable in the solid state due to the lack of the
necessity for supporting the solid in the weightless state, the prolonged dwell
times employed in solid state degassing on the earth may be significantly reduced
in the weightless environment, A short dwell time after melting, with some

superheating, may result in evaporation of such minor constituents as phosphorous
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and >pota.ssium. This will depend upon the vapor pressure of the metal versus
the vapor pressure of the minor constituent at this temperature. It is clear, |
then, that the advent of processing in the weightless environment will require
modification of degassing processes normally performed on the earth to take

advantage of the lack of necessity for support or containment of the metal,

4,4.2 GLASSES - CONTROLLED ATMOSPHERE REQUIREMENTS

Careful consideration must be given to the use of an atmosphere in the
preparation of new glasses in space. For the preparation of glasses in space
it seems likely that high vacuum will be detrimental to the production of many

glasses (Ref. 4-13) owing to

a. Acceleration of evaporation and decomposition of the compounds
being considered, and

Q

b. Bubble formation due to outgassing of products such as oxXygen.

It is most likely that the production of many glasses such as zirconia, alumina,
silica, etc., will require an embient pressure ranging from a low vacuum
{above 10‘3 torr) to one atmosphere pressure. However the atmospheres con-
sidered should be those designed to prevent degassing and velatilization of
oxides. An oxygen atmosphere might be used to prepare many glasses (Rel,
4-13), Adjustments of the partial pressures of active gases to the point at
which degassing and volatilization cease will be a prime requirement. As an
example, BeO tends to form polymeric vapor species as (BeO)n, where

n=z2, 3 4, 5, 6. Even a small partial pressure of OZ will suppress this

incongruent vaporization.

Thus the requirement to prevent degassing, volatization of oxides, and
bubble formation does not preclude the technique of "low'' vacuum melting to

prepare new glasses. It is necessary, however, to examine the specific



system and determine the partial pressures of active gases required to prevent
degassing. An inert atmosphere or a mixture of inert gas and active gases may
be considered. It is suggested that by carefully adjusting the partial pressures
of active gases, many glasses could be prepared under low vacuum conditions,
This would permit the employment of such efficient techniques for melting as
electron beam melting. These techniques may be used with glagses whose
resistivities when preheated are low enough {1l ochm-c¢m) to allow electromagnetic
position control, since secondary electron emission coefficients tend to exceed

uhity at suitable beam energies,

4.4,3 SUMMARY

In summary, then, the application of vacuum technology to the processing
of many materials has significant advantages. Particular processes where
vacuum technology is significant are melting, brazing, sintering, annealing,
welding, single crystal growth, and purification and grain refinement. Ewven in
areas such a.s‘ the production of new glasses, vacuum technology is applicable,
providing attention is given to the partial pressures of active gases to prevent
degassing, volatization of oxides, and bubble formation. The advantage of
processing such materials as glasses in low vacuum may be the employment
of efficient heating methods such as electron beam melting and the elimination

of hot furnace walls which could contaminate the melt,

4.5 BUBBLE FORMATION IN MOLTEN SPECIMENS

It has been suggested that removal of gas bubbles from levitated molten
specimens can be accomplished by providing spin to the specimen. The gas
bubbles would then migrate towards the rotation axis under the influence of the
resultant centripetal force. The aggloxhe ration of these gas bubbles along the
rotation axis should then lead to their escape from the rotating mass at the axis
of rotation at sufficiently high rotational velocities. The specimen's rate of

rotation could then be decreased and the mass would regain a spherical form,
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The purpose of this section is to indicate to what extent this requirement for
rotation can be avoided for a wide range of processes by proper preparation

prior to containerless processing.

The formation of a gas bubble in a liquid metal is extremely difficult.
This is shown in Reference 4-14, Assume a bubble of radius r,in the melt,
If P1 is the external gas pressure on the liquid, and Pz the hydrostatic pressure
on the bubble, due to the surface tension, ¥, at the external surface of the liquid,

we obtain the pressure inside the gas bubble as

_ 2y
P=P +P, + . (4.5-1)

When a gas bubble is first formed inside a melt, it is extremely small and
the pressure inside the gas bubble is enormous. Consider a gas bubble of
radius r = 10-5 centimeter, Using (4.5-1) and a value of ¥ of 1000 dynes/cm,
which is consistent with measured values of the surface tension of iron doped
with carbon and oxygen, the pressure P =2 x 108 ::lynes/'::m2 or about 2000
atmospheres, Thus the required pressure for the formation of bubbles must
be greater than 200 atmospheres and, because such vapor pressures will not
normally exist in a melt, the formation of gas bubbles inside the melt is prac-

tically irﬁpossible from the standpoint of homogeneous bubble nucleation.

During processing on earth, bubbles may be nucleated heterogeneocusly at
crucible walls, on impurities in the liquid, and at the boundary of solidifying
metal. In the weightless environment the crucible walls can be eliminated and
with high purity materials there are few sites for bubble nucleation. Thus the
formation of bubbles in a liquid metal containing dissolved gases is practically
impossible provided there are no insoluble impurities and no crucible walls,
which is the case in the weightless environment, When dealing with a solid
rmetal having interstitial impurities such as carbon and oxygen, the solubility

of these interstitials increases when the solid is melted and these impurities
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will remain dissolved. Since it is, for all practical purposes, impossible to
nucleate bubbles homogeneously in the liguid, bubbles of CO, COZ' etc. will
not form and grow. Consequently all degassing will take place at the liquid-

vacuum interface during vacuum degassing.

It is suggested that by proper sample preparation and degassing in a high
vacuum in the solid state at elevated temperatures, many specimens can be
prepared for processing in space without gas pockets. It is expected that the
worst problems will be encountered in samples formed by hot pressing and
gintering as is done for materials such as tungsten. Special consideration must
be given to these specimens so that when melting begins spattering and gas
bursts are minimized. Rotation of the resultant melts to remove residual gas
bubbles is certainly worth considering in such cases. A discussion of these
basic requirements in terms of provision of a spin-up capability in the Container-

less Processing Facility is discussed in the next section,

4.6 SPIN CONTROL REQUIREMENTS

This section examines the physical requirements on the electromagnetic
Containerless Facility when specimen rotation is required. The imparting of
controlled angular rotation rates to freely floating specimens has been suggested
as a means for gas bubble removal, as discussed above, It has also been
suggested that some useful oblate spheroidal forms might be formed in this
manner, We shall first discuss briefly the physics of rotational deformation
and subsequently indicate the electromagnetic field requirements for providing

this spin capability.

4,6.1 ROTATIONAL DEFORMATION OF A FLUID SPHERE

A liquid drop rotating about its vertical axis in a medium less dense than
the liquid is shown in Figure 4-10, Lamb's classical work and Chandrasekhar

(Ref. 4-15, 4-16) have both treated this problem for the drop in a weightless
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Figure 4-10. Drop Rotating About Vertical Axis
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environment. The governing parameter is the shape factor, Z, defined by

2 3
) (pl-pz’a a '
= . , with p1>p2, (4.6.1-1)

= &y

where N is the density of the liquid, .p2 is the density of the surrounding
medium, ¢ is the angular frequency of rotation about the vertical axis, a is

the spherical radius, and ¥ is the surface tension. Figure 4~11 shows drop
pfofiles for five values of Z. At Z =1, the drop assumes a pronounced oblate
spheroidal form. Beyond ¥ = 1, increased thinning of the center continues until
at & = 2.3291 the drop assumes a ring shape. It is clear that beyond L =1, the
problem of position control will become complex and perturbations may cause
instabilities which will cause the drop to break up as Z increases beyond T =1,
For these reasons, L = 1 is chosen as a practical limiting rotation speed @.

Then

for Z =1 and Py >>p2. (4.6,1-1})

Figure 4-12 shows this relationship between specimen equatorial radius R
and the material parameter v/p. This parameter, the ratio of surface tension
to density varies over a range of about one order of magnitude for all of the
materials considered in this study, By way of illustration, we may consider
two cases which probably represent extreme values for the ratio ¥/p. For
Beryllium this ratio is close to the upper limit shown of 0.8 and for Mercury
this ratio is 0,05, We see from Eiguré 4-12 that rotational speeds corresponding
to the deformation into the oblate spheroid described by curve #2 in Figure 4-11
vary from a fraction of a Hertz to about 100 Hertz for the extreme range of sizes,

densities and surface tensions considered,

4-32



SURFACE TENSION
MASS DENSITY

102

~<2
H

FREQUENCY {Hz)

8 CM DIA, MERCUR Y o

P
!

0,1 i io
EQUATORIAL RADIUS R (CM)

Figure 4-12. Rotational Frequency Required to Achieve 12 Percent Increase
in Equatorial Radius (& =1)
Various Material Properties

4-33



4,6,2 MAGNETIC FIELD REQUIREMENTS FOR CONTROLLED SPIN

Since the most desirable type of rotation control would utilize the syn-
clironous motor principle by which the specimen can be brought as near as
desired to the synchronous speed by simply waiting long enough and monitoring
of rotation speed is not required, this scheme is considered first, The desired
rotational speeds are low (< 102 cyclés per second) and the electromagnetic skin
depth in even the best conductors will be large compared to the specimen radius,
We may thus use a simple expression for the torque ¢ imparted to the specimen
by the field of strength B which is rotating at uniform angle of velocity «w. This

expression is

q= . %28 (MKS) (4.6.2-1)

where P, is the electrical resistivity, a the radius and o the angular speed of
the specimen. The moment of inertia I of a sphere having a mass density p is
87" 5

I -Epa, (4.6.2-2)
The specimen angular acceleration dtv/dt is the ratio of torque to moment of

inertia q/ L

q

d
H-E -w) = I

Since the rotational speed W of the field is assumed constant, we may equally

well write

d . _ B {w-or)
dt (-w) = 4pp
or
a@t_ (@-w) = % (- w) (4.6.2-3)



4ppe -t/T
. The solution is ¢-w = (O!-w)oe . The initial value of the

where T =
B
difference in angular frequencies (Ot-w)o can be normally taken to be - (specimen

initially at rest), In this case we obtain

o = w(i-e Ty, | (4.6,2-4)

A reasonable value to assume for rotation speed,@,which will give reason-
able centrifugal fields and deformation without approaching the instabilities en-
countered at higher speeds has already been discussed and illustrated in Figure
4-11. It is interesting to note from Eq. 4,6.2-4 that the time constant for spin-up,
T,does not depend upon the Specimen radius, a, under the conditions assumed, but
depends only upon the ratio ppe/Bzﬂ If we consider materials of a given density
p, the time constant is proportional to pe/Bzo This relationship is shown in
Figure 4-13, The values of spin-up time constant for any material of densify P
can be found by interpolation on this graph. For average material densities of
several grams per cubic centimeter and assuming a spin-up time constant of
hundreds of seconds would be permissible, it may be seen that the required mag-
netic field intensities vary from 10 gauss or so for good conductors to 1000 gauss

for materials with resistivities four decades higher than the good conductors.

If the synchronous type of spin control is abandoned one can get much higher
slpin-up torques at a given magnetic field strength by causing the magnetic field to
rotate at frequencies higher than that desired for the specimen. Eq, 4,6.2-3
shows that the ‘angula.r acceleration of the specimen will be proportional to the
frequency wat which the magnetic field rotates. We may thus utilize rotating
magnetic fields in the kilohertz region using lower intensity fields than required
for the synchronous motor approach provided specimen rotational speed is mon-~
itored. For spin-up times of the order of many seconds or more, specimen
oblateness can be used as a sufficiently accurate gage of the rate of specimen

rotation and the spin-up field may then be turned off at the desired speed.
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4,7 POSITIONING FORCE REQUIREMENTS

In this section the requirements for position control forces to be applied
to the specimen being processed in the Containerless Facility will be considered.
These control forces need be o;'xly large enough to overcome residual accelera-
tions of the Space Laboratory facility relative to a coordinate system in free fall
and relative to forces on the specimen resulting from electrostatic charges on
the specimen, differential outgassing or vaporization from the specimen and
forces due to impingement of an electron beam if this heating method is employed.

We shall discuss each of thege requirernents in turn.

4,7.1 RESIDUAL ACCELERATIONS OF THE SPACE LABORATORY FACILITY

Calculations and experience with earth orbiting satellites of long lifetime
indicate that accelerations due to atmospheric drag, slow facility rotations and
differences in location from the geodesic point in the satellite are on the order
of 10-4g or less under normal circumstances. The geodesic point in the satellite
lies very close to the center of the mass of the vehicle. It is conside.red that
high rotational velocities of the vehicle will be avoided during operation of the
Containerless Processing Facility., The largest accelerations of the facility
will be due to astronaut body motions, assuming that pumping of vehicle fluids
or operation of thrﬁsters is inhibited during material processing. If we con-
sider the total Space Lab as consisting of a mass M representing the combined
mass of all equipment and any astronauts who are relatively quiescent and a
second mass m representing an astronaut who has given himself an acceleration
; relative to the center of mass of the total systemm M + m, the vehicle and
Containerless Processing Facility will undergo an acceleration K relative to
this combined center of mass given by

—

MA = -ma, (4.7.1-1)



A reasonablé upper limit for astronaut body acceleration for locomotion ig
probably of the order of 0.1 g since higher accelerations would correspond to
rather violent rnotions. The total vehicle and equipment mass will exceed the
astronaut's mass Aby more than two orders of magnitude and we can conclude
that the resultant facility acceleration K will be less than 10-3g. -A. can approach
such a value only during the very short time of initiation of astronaut's locomo-
tion maneuvers. When the astronaut reaches his desired location in the vehicle
or has otherwise negated his velocity relative to the vehicle, both ; and :ﬂl will
acquire values opposite to those during initiation of the maneuver, A typical
time profile of vehicle and facility acceleration due to body moticn will thus

resémbl_e one of the sketches.

A | A

AN AN
\/ vV

The time between the acceleration pulses in opposite directions will equal the

total time during which the astronaut is moving through the vehicle, If the Con-
tainerless Processing Facility can provide an acceleration to the specimen as
great as 10—3g, the specimen can be moved rigidly with the total facility and
undergo an acceleration history just like that shown in the sketches, For this
reason provision of an acceleration capability of at least 10-3g has been adopted
in later sections of this report. We shall now argue that the provision of even
lower accelerations to the specimen would normally be sufficient to prevent con-
tact of the specimen with the positioning coils or other equipment in the facility,

provided that an inch or so of free space is provided surrounding the specimen.
Eq. 4.7.1-1 results from the conservation of momentum for the center of

mass of the total systemm M + m. If the displacement of the centers of mass of

vehicle and of the astronaut frorn the combined center of mass are denoted as
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- —r .
R and r respectively, the definition of the combined center of mass can be

written as

MR + mr = 0 (4.7.1-2)

In fact, Eq. 4.7.1-1 is derived by double time differentiation of Eq, 4.7.1-2.
The latter equation shows direction that the maximum excursion E of the total
vehicle and Containerless Facility relative to a freely falling coordinate system
is given by

R=-27% (4.7.1-3)

Zl8

where ; is the maximum excursion of the astronaut. For reasonable astronaut
excursions within a compartment, ; will be limited to the order of 100 inches

or so. Since the ratioc m/M will be less than 10-2, the positioning coil assembly,
rigidly mounted to the facility and vehicle could never move by as much as one
inch relative to the freely floating specimen in free fall during such a maneuver,
even if no position control forces are applied to the specimen. For such large
astronaut excursions, several seconds or more would be normally required. If
it were desired to correct a resultant one inch position error within a time of,
say, five seconds, the required acceleratidn furnished by the positioning system
need only be about1/5 ¢m se-::“2 which is only 2- 10-4 g. Thus we see that

a position control acceleration as high as 10-3g, which would cause the specimen
to‘partake of the facility accelerations as if it were rigidly attached, may be

conservative,

4,7.2 ELECTROSTATIC FORCES .

The largest electrostatic potentiai which the specimen may acquire will
probably be due to bombardment by an electron beam if this heating method is
employed. Assuming the specimen to be surrounded by conducting materials

at a potential near ground such as not to cause additional electric fields within
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the processing chamber, electrostatic forces will be exerted upon the .specimen
resulting from induced image charges in the surrounding conductors induced by

the specimen's charge. To the extent that the surrounding conducting materials
are symmetrical With respect to the specimen, no net force would result, How-
ever, if one assumes asymmetries in the disposition of this material and assumes,
as an extreme case, that the charged specimen is located within a few centimeters,
5 centimeters for example, of a grounded conducting plane lying entirely on one
gide of the specimen then an image charge will be induced in the grounded con-

ductors whose effective distance from the specimen is ten centimeters,

Consider now the magnitude of the charge on the specimen and the equal
charge represented by the image. In Section 4.2.2 it was pointed out that the
net electron current to the specimen must vanish at specimen potentials of no
more than a few tens of volts relative to the surrounding space charge. If this
surrounding space charge is limited to a few tens of volts potential by provision
of suitable grounded conductors, fhen the potential of the specimen relative to
the grounded plane will not exceed a few tens of volts. In electrostatic units, in
which the capacitance of the conducting sphere is equal to its radius in centimeters,
the electrostatic charge on a specimen of 1,0 cm radius will equal its potential in
€. 8. 1. Since one e, s,u. of potential corresponds to 300 volts, if specimen
potential is 30 volfs, the consequent charge will thus be on the order of only 0.1
e.8.u. The electrostatic force between the specimen charge Q and the image

charge Q' is given in dynes by
2
F=QQ'/R (4.7.2-1)

where R is the separation between specimen and image. Assuming the values for

these parameters previously discussed, the force would be F = 0.1 x 0. 1/102' or

107% dyne.



If, as another extreme case, a specimen radius of four centimeters is
assumed, the product of charges QQ' would go up by a factor 16, but in this
case the separation R would be greater in the same proportion assuming the
entire facility is scaled up equally, leaving the force unchanged at 10-4 dyne.
The electrostatic forces will be very low relative to one dyne, With the geo-
metrical factors discussed here, it would require a specimen potential about
100 times greater than the 30 volts to produce an electrostatic force of one dyne.
Potentials of three kilovolts could never be attained with the type of electron

 beam operation outlined in Section 4.2.2 above.
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SECTION 5

GENERAL FACILITY REQUIREMENTS AND TRADE-OFF STUDIES
FOR OPTIMUM FACILITY

5,1 FORCE REQUIREMENTS AND CALCULATIONAL METHODS

5.1.1 INTRODUCTION

The purpose of this section is to outline other requirements for the electro-
magnetic Containerless Proce‘ssing Facility in addition to those for heating,
melting and rotation discussed in Section 4. Perhaps the most important addi-
tional requirement is the sensing and controlling of specimen position errors to
ensure that the specimen does not contact surrounding objects. Typical motiva-
tions here are the avoidance of specimen contamination or achievement of
significant undercooling by avoidance of nucleation induced by such contact.
Numerous analyses of electromagnetic field configurations for terrestrial
levitation can be found in the litei-ature, (Ref. 5-1, 5-2, 5-3, 5-4) In zero-g,
these fields must provide for three dimensional containment in the absence of
any weight, for small forces for position correction and for damping of position
oscillations, A study has been carried out and described in Section 5.2 below

of a wide variety of field producing coil arrangements for these purposes.

5.1,2 POSITION CONTROL FORCES - COMPUTATION METHODS

The basic mechanism for the provision of a translational force upon an
electrically isolated conducting object by means of an applied alternating electro-
magnetic field is the following. The applied alternating magnetic field induces
circulating eddy currents in the specimen, Between these induced currents and
the applied magnetic field there are Lorentz magnetic forces. In the case of a
uniform applied field these forces will balance out to zero by symmetry, How-
ever, if the applied field is nonuniform, there will be a net translational force
on the specimen. The most accurate way to solve the problem is to calculate

the eddy current distribution within the specimen which satisfies the appropriate



boundary conditions, to compute the distributed electromagnetic forces?xg and
then integrate over the specimen volume, This problem is tractable for certain
simple geometries such as a spherical specimen and an applied field having axial
symmetry. Some such calculations are reported in the following sections, For
a general éonceptua.l facility study as reported here, however, it is more appro-
priate to utilize a simpler theoretical approach which allows a rapid comparison
amongst various coil and field configurations for screening purposes. Such an
approach is allowable as long as the differences among the various configurations
considered are greater than the errors incurred in use of the approximation.
Thus in the sections which follow, the simple formulae derlved by Smythe (Ref,
5-1) and Okress (Ref. 5-2) are utilized for the initial screening and elimination
of many non-optimum coil types., Subsequent computations to evaluate the forces
more accurately are used when studies or comparisons are made amongst the
final candidate systems. We shall first review the simplest approach to the com-
putation of specimen translational force and apply this to some of the simplest

coil geometries,

5.1.3 APPROXIMATE FORMULA FOR TRANSLATIONAL FORCE ON SPECIMEN

The problem of a spherical conductor immersed in an alternating uniform
magnetic field was solved by Smythe (Ref. 5-1), He considered the distribution
of induced eddy currents within the spherical body which satisfy the boundary
conditions both at infinity and on the spherical surface, and derived the induced
magnetic dipole moment. Okress (Ref, 5-2) applied these formulae to the cal-
culation of the net forces exerted upon the induced current system for problems
of interest in terrestrial levitation experiments. This work used the approxima-
tion that the applied field is sufficiently unifor'm that, before introduction of the
spherical specimen, the variation in applied field over the volume to be occupied
by the specimen is small compared to its average value within the specimen.

The resulting formula for the force acting on the specimen is

107

3
F =—F a G(x) grad BZ (MKS units) (5.1.3-1)
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where a is the specimen radius, B is the value of the applied flux density in
webers rnﬁz before introduction of the specimen and G(x) is a function of a
parameter x,defined as the ratio of spherical specimen radius a to electromag-
netic skin depth within the specimen. The skin depth is a function of the elec-
trical resistivity of the specimen and the frequency of the applied field, For the
applications discussed in this report‘the magnetic permeability of the specimen
is assumed to be approximately unity. Graphs of skin depth as a function of

resistivity and frequency are given in Section 4. 1.

Since meter-kilogram-seconds {MKS) and (CGS)-gauss units are used with-
out prejudice in this report, we give here the equivalent force formula in the
latter units.

3

F = --:— G(x) grad B (CGS) (5.1.3-2)

Here a is measured in centimeters, B in gauss (104 gauss = 1 weber m-z) and
the force in dynes. The reason for the occasional use of the latter units is that
many existing magnetic field programs were already available at the beginning
of this study which utilized gauss units. In addition, the sizes of specimens
considered are normally such that specimen dimensions are on the order of
centimeters rather than meters which makes the CGS-gauss units rather con-
venient, A plot of the function G(x) is shown as Figure 5-1, For large x (skin
depth short as compared to specimen radius) the function G(x) approaches unity.
This is the normal mode of operation for the facility discussed at the end of this
report, For aecreasing x the forces achievable with reasonable power levels

drop precipitiously.

In CGS-gauss units the magnetic flux density B and the magnetic intensity H
become identical for a medium such as air for which the relative magnetic
permeability is unity. Thus formula (5.1. 3-2) above in CGS~-gauss units can

equally well be written
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3
F = -‘2;— G(x) grad HZ (gauss-CGS units) (5.1.3-3)

where H is the applied field intensity measured in ocersteds. Thus B and H can be
used interchangeably whenever gauss units are used. When using the MEKS formula
‘the constant of proportionality in the force formula will be different according to

2 2
whether the force is considered proportional to grad B~ or grad H .

The equation 5.1.3-1 involves an inconsistency in that the dipole moment
is calculated on the basis of a uniform applied field which later is assumed to have
a gradient in order that it be able to exert a‘force on the specimen, The error
involved in this approximation is small provided the specimen does not approach
too closely to the field producing windings or if magnetic fields having a cusp-like
node within the specimen volume are avoided. As discussed below, however, one
of the coil configurations showing the most favorable overall charactefistics for
the Electromagnetic Containerless Facility is just such a configuration. More
exact computations were carried out for this case. The approximations were also
tested for other cases of interest to determine the errors incurred by use of the
simple formula. Two types of more exact computations were utilized. The first
involved a computation of the actual Lorentz forces acting on each of 20 discs into
which the spherical specimen was divided. The large x (small skin depth) regime
was considered and the 20 self-consistent loop currents in each disc were calcu-
lated which satisfied the boundary condition that the magnetic field just exterior
to the spherical surface would be parallel to that surface. Individual forces on
each eddy current loop were then calculated and summed. Results of these calcu-
lations are given in following sections where appropriate. A second method was
to use the simple formula 5, 1. 3-2, but to compute grad B2 on the basis of the
applied field B2 averaged over the specimen volume. This approximation, for
the circular coil, yielded forces which agreed better with the more exact 20
segment calculations and with experiment than those computed from the simple

formula with B evaluated at the specimen center.



In the cusp coil, for which the simple formula would be expected to break
down badly near the cusp region of the field, the use of the volume average B2
values gave reasonably good agreement with the 20 segment method., Agreement
with experiment was less good, this being attributed to dimensional uncertainties
and approximations used to represent the experimental coils that were used in

the laboratory.

5.2 SELECTION OF MAGNETIC FIELD CONFIGURATION

With each coil type, studies were done where appropriate to find that set
of coil parameters representing an optimum, Comparisons were then made
among these optima for Vé.rious coil types based on several criteria applying
to the achievable translational forces for a given expenditure of electrical power,.
The coil types were also compared on the basis of efficiency for electromagnetic
induction heating since, as discussed in Section 4, 3.1 above, this represents
probably the most efficient heating method to be considered in those cases where
electron beam heating is inappropriate. Induction heating will represent, for
initial Space Lab experiments, a heating method easier to implement than radiant
heating or solar heating through the use of large sun-oriented flux-collecting
mirrors, The latter approach will almost certainly be considered for large
manufacturing facilities but will require constraints to be placed upon the

orientation and possibly orbit parameters of the space facility.

As the study proceeded, it became clear that some of the coil configura-
tions thought to be distinct candidates could alternately be considered as variants
upon the same basic topological configuration. For example, the Alice coil can
be considered as the simplest Joffe bar configuration in which account is taken
of two single enﬂ loops serving as mirrors for the quadruple bars (See Figure 5-2).
In fact, this realization historically led to the evolution of the Alice system from
the original Joffe configuration. Likewise, the member of the' baseball family
in which the coil loops lie in orthogonal planes closely resembles the Alice

configuration and its properties are not greatly changed by the rounding of the
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corners of the Alice cube. Detailed studies carried out on optimizing coil
plane angles in the baseball family thus represent what can be considered the

final evolutionary stage in a whole series which included several other coil

types.

Similar detailed studies of the opposing hemisphere coil configuration
showed an optimum consisting of three contiguous turns near the equator of
each hemisphere with the remaining turns greatly reduced in influence., It was
later found that operating the coil pair in phase opposition (the so-called cusp
configuration) gave, when optimized, symmetrical force fields, reasonable RF
heating efficiency and permitted elimination of the coil turns of smaller diam-
eter on the hemispherical surface. This simplification of coil geometry pro-
vides the great advantage of greater accessibility to the specimen position for

injection or ejection into, or out of, the coil.

A third example of the ”deciuantization” of formerly discrete, qualitatively
different systems through discovery of intermediate cases resembling a con-
tinuum is related to the cusp and 6-coil configurations, The cusp, when it is
considered in a system which can provide rotation control, must be used in
conjunction with a second orthogonal system. If this second coil system is
chosen to be a second pair of opposing coils, the resulting configuration re-
sembles very closely the original 4-coil mock-up of the 6-coil system which
was used in this laboratory to demonstrate position control and damping in a
horizontal plane for a specimen suspended on a long pendulum. In a sense,
it may be said that it has been learned how to achieve both three axis position

and rotation control about a single axis with only four coils of the 6-coil system.

Although there are probably other equally valid alternate ways to consider
the comparisons among coil types, in the present study the sense of an evolu-
tionary development proceeding on detailed numerical studies of each coil type

has been very strong. The conclusions of the present study as discussed in the
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following sections indicate that the baseball and cusp systems appear optimum
for consideration in the earliest Space Laboratory Containerle ss Processing
Facility. This conclusion is based upon considering a number of engineering
factors discussed‘ in detail below. The 6-coil system might be considered for
pilot plant or manufacturing facilities in the event that spin control about all
three axes is required for certain spécial processes or if electromagnetic
specimen translation into or out of the facility in various directions is required.
It suffers, however, in terms of overall system complexity and requires, at
this stage of technology, electro-optical position sensing because the provision
of electromagnetic position sensing is difficult in such a complex coil configura-

tion.

5.2.1 MAGNETIC FLUX DENSITY FOR CIRCULAR COIL

Because of its importance as an element in several coil configurations,
special attention is first given -to the simple circular coil. In arrangements in
which several separate circular windings (e.g., cube, tetrahedron, opposing
hemispheres) are operated at discrete frequencies, it may be shown that the
time averages of the squared field intensity, BZ, add linearly for the combina-
tion of the separate coils. This is also true for grad BZ, Thus the calculations
shown in this section will be used later to construct force fields for some of
these other more complicated coil configurations which are composed of circular

coils,

Smythe (Ref. 5-1, p. 270) gives the flux density anywhere for a circular
coil in terms of an axial component, B , and a radial component, Br' expressed

as functions of complete elliptic integrals.

B ;M. 1 [K.|._Ri'_1i.5‘_2_E (5.2.1-1)
= om [(R+r)2+22]1/2 i (a-1)° 42"
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: R2+ 2'-i-zz
B =g’£' > 1/2 [_K+___Lé__2 E] (5.2.1-2)
roem r[(R+r) +z :I (R-1)" +z

BZ and Br are in webers/meterz, K & E are the dimensionless complete elliptic
integrals as tabulated by Peirce (Ref. 5-5, p. 121}, U is the permeability of
free space, 47 x 10—7 henry/meter, 1is the current in amperes, R, z and r
are the radius of the coil, axial distance from the coil, radial distance from
the axis, respectively, all in meters. (The factor uI/2% is equal to 2 x 10_7

2, 4
weber/meter for I = 1 ampere, and 1 weber/meter is equal to 10  gauss.)

The results of the use of these equations are given in Figures 5-3 and 5-4,

Figure 5-3 gives g:ra.d(%)2 as well as the direction of grad (NEI)Z; Figure 5-4

. . B \2 . .
gives lines of equal NI, 2° contour lines on an r vs. z grid,

5.2,2 FORCE MEASUREMENTS AND CALCULATIONS FOR A 3-TURN
CIRCULAR COIL

In order to test the validity of the several computational procedures for
total body force, these were applied to circular geometry force measurements
carried out in the laboratory. The coil consisted of three turns of one-quarter
inch diameter copper tubing 5.5 cm in diameter. A solid aluminum sphere
2. 54 cm diameter was used as a test body. The coil was mounted with its axis
of symmetry in the vertical direction and mounted upon a positioning device which
permitted the coil to be raised or lowered. The solid aluminum sphere, mounted
upon a non-conducting, counterbalanced arm which hung from a balance, as
gshown in Figure 5-5, was positioned on the axis of the three turn coil. The
distance between the coil and sphere was measured with the aid of a telescope
170 cm from the sphere, The circuit of Figure 5-6 was used to cause an
alternating current (frequency = 100 KHz) of 50.5 amp rms to flow in the coil
and the balance was used to measure the force exerted upon the sphere, The

accuracy of each individual force measurement for this experiment is estimated
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to be 40, 001 gram or +1 dyne. The forces measured, plotted in Figure 5-7,

ranged from 13 to 239 dynes.

The computer program which sums the individual forces on each of 20
planar discs into which the sphere was conceptually divided had previously yielded
results for a 5.0 ¢cm diameter coil carrying a current of 100 amperes exerting a

force on an aluminum sphere of 2.5 ¢m diameter. These results were multiplied

2 3
{
by 32(—5—?6-3—) k%-:-g-) = 1.7, to account for the actual use of 2 3 turn coil of 5.5 ¢cm

diameter carrying 50.5 amp and are plotted in Figure 5-7 with the distance from
the coil = 1.1 x (distance in calculation) to account for use of a 5.5 cm diameter
coil., We note that there is excellent agreement between the‘ measured forces
and those calculated on the basis of the 20 disc eddy current ring model over
most of the range but that there is a noticeable discrepancy as the sphere
approaches close to the coil plane. These differences are attributed to dimen-
sional uncertainties arising from the representation of the current flowing in-

the three windings of the coil by a single filamentary winding in the computational
model. (See Section 5.2.9.1 for discussion of the {ilamentary approximation, )
It should be noted, however, that the region of good agreement between the
theory and measurements is just that region which will be considered as the
confinement region for specimens in practical coil systems; close approach of
the specimen to the coils would be avoided in most practical facility arrange-

ments.,

Since it is expected from the simple force model that the force will be pro-
portional to a.3 G(x) grad Bz, it is of interest to compute the ratio F/aSG(x) grad B2
from the measured values of F and to compare to the ratio 0.25 predicted by the
simple force model. The values of this ratio using the measured force values
given in Figure 5-7 and the conveniently available calculated values of B2 are
shown as the hexagonal points in Figure 5-8, Here the values of Bz are taken
corresponding to the central position of the spherical specimen volume, The

ratio approaches a constant of about 0, 28 using this procedure.
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The procedure used for most of the coil comparisons carried out during
the study was next tested. This consists of averaging the values B2 over the
spherical specimen volume before calculating grad BZ. This procedure yields
the points shown as triangles in Figure 5-8. We see that the ratio is
quite accurately 0,25 if we avoid positions too close to the coil winding. It may
be concluded that the use of the simple formula F = 0,25 a3G(x) grad BZ, where
B2 is evaluated as an average over specimen volume, is to be preferred over
the use of the simple formula without averaging. In fact, for this particular

ca;se, the averaging procedure yields results equally as good as the 20 disc

model.
O (B AT POINTS)
E ;
/A (B OVER SPHERE
a3G (x) grad B2 ( )
0.3 _
s PN I, W 4.\ B
0,2 |
0.1 |
0 _ l | n !
0 1 2 3 4 DISTANCE FROM

CENTER OF COIL (CM)

2 .. . .
Figure 5-8, F/a.3G(x) grad B (dimensionless) vs., Distance

2
An attempt was made to evaluate B~ and its gradient by use of a search
coil whose plane was parallel to the axis of the field producing coil. The search

coil effectively averaged the field over the area enclosed by its winding which was
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2.54 cm in diameter. This average can be considered an average over the
equator plane of the spherical specimen which was used in the test, It was

found that these measured averages gave predicted forces low by almost a factor
2 for specimen positions close to the coil and high by approximately 25 percent
far from the coil when these planar average fields were introduced into the
 simple force formula. From this it is concluded that the type of field averaging
carried out is important, a volume average apparently being appropriate, as
would be expected from consideration of the energy density B2/8‘n’ in the mag-

netic field,

5,2.3 FORCE CALCULATIONS FOR CUBE AND TETRAHEDRON ARRANGE-
MENTS OF CIRCULAR COILS

If it is assumed that there are no large effects due to mutual inductances
among the several coils in an array of circular coils, the data given in Section
5,2.1 can be used to calculate the grad (_1?—1)2 at any location within such an array.
This has been done for certain directions for four such systems; two are the
cube and tetrahedron systems studied previously in this laboratory in which the
radius of the spherical volume enclosed by the coils is equal to twice the radius
of each coil; the other two are the cube and tetrahedron systems in which the
radius of the spherical volume enclosed by the coils is equal to one ~half the
radius of each coil. The latter arrangement will be referred to as an "overlap"
_configuration due to the fact that windings of the coils must cross windings of

other coils in the configuration.

The reason for the sharp division in values of the parameter defined as the
ratio,

spherical volume radius
coil radius

into ranges near two or one-half is the desire to avoid values of this parameter
near unity. A coil radius nearly equal to the radius of the sphere on which the
coils are circumscribed would lead to very large mutual inductances between

coil pairs. Laboratory studies had previously indicated engineering complications
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in operation of such a‘h‘ighly inductively coupled system. Experiments had in-
dicated that the mutual inductance effects were tolerable when the coil radius did
not greatly exceed 1/2 the radius of the sphere to which the coil planes are tangent.
Since it is known that these mutual inductances would also be small if the coils

are large enough so as to cross nearly at right angles, this latter configuration,
known as the "overlap' configuration was also studied. As will be seen from the
data below, however, the overlap configurations must be rejected on grounds of

unsuitability of the force fields which they produce.

The component of the total force directed inward along three axes of
symmetry was calculated for each of these systems by calculating the angle such
an axis forms with the z-axis in Figure 5-3, drawing the axis on that figure and
finding both grad(i)z and its direction at several points along that axis. These

NI
three axes are

a, Axis of a single circular coil

b. Axis of symmetry beé:ween two adjacent coils (angle for cube is 450;
for tetrahedron 54.8")

c. Axis of symmetry among three adjacent coils {angle for cube is 54, 70;
for tetrahedron 70. 80].

These data are plotted for an enclosed spherical volume of diameter 5.0 cm in
Figure 5-9 for the cubical coil arrangement with coil radius equal to one-half

of the enclosed sphere radius, Because of the existence of gradients within the
specimen volume, these calculated values of force for a conducting sphere of

any appreciable size (such as 2 1 cm diameter sphere in a 5 cm diameter volume)

are expected to be somewhat smaller than the actual forces.

Figure 5-10 shows corresponding results for the "overlap' cubical arrange-
ment for which the coil radius is twice the sphere radius, The corresponding data
for the ''normal' and "overlap' tetrahedronal systems are shown in Figures 5-11

and 5-12. Inspection of Figure 5-11 indicates that the forces available on a

5-18



NI

PARALLEL TO AXIS

(GAUSSZ/ AMPECM)

AXIS OF l
SINGLE COIL

_ 2
COMPONENT OF GRAD(B )

0,025

AXIS OF SINGLE

O COIL (+ 10)
N
\%
)
!
\i
\
0,020 \
!“
i
I‘l
"'.‘
| AXIS BETWEEN
TWO COILS*
0.015 ! OF CUBE
I‘l
U
\l
0,010 .
\
\
|
,.; I‘ln
Fa 3 i \
0,005 @ y \ ;
/\' R ./_/ \ \]! ‘l
S \ i |
P Y |
e 1 ':,,
A~ \ T
=" \ \ :
0,00 — | | * 1 &
oo 0.5 1,0 1.5 2,0 2.5

DISTANCE FROM CENTER OF COIL. SYSTEM (CM)
*N & | SAME IN EACH COIL; SAME G(x) FROM EACH COIL

Figure 5-9,

the Coil System

Calculated Force Along Axes of Symmetry for Cube with

Coils of Radius 1.25 cm, a Distance 2,5 cm from the Center of

5-19



'COMPONENT OF GRAD (rT:BT 2
PARALLEL TO AXIS
0.020 [~ (GAUSS®/AMP? CM)
AXIS AMONG THREE
COILS* OF CUBE
0,015
AXIS BETWEEN
0.010 | TWOcCoILS*
* OF CUBE
. Q
0,005
AXIS OF
SINGLE COIL
0 | | l I gy
o 0.5 1.0 1.5 2.0 2,5
DISTANCE FROM CENTER OF COIL SYSTEM {c™m)
* N& I SAME IN EACH COIL; SAME G(x) FROM EACH COIL
Figure 5-10. Calculated Force Along Axes of Symmetry for Cube with

5-20

Coils of Radius 5,0 ¢m, a Distance 2.5 c¢m from the Center of

the Coil System



2
CCOMFPONENT OF GRAD( B

PARALLEL TO AXIS NI)
(GAUSSZIAMpz CM)
0.025

p——

AXIS OF SINGLE /
COIL

AXIS OF SINGLE
e / COIL (+10)

i” / \

/ a

. \

0,020 [~ & <>
. } rf lll '
f !

if .

!
, \

0,010 / | / |
o/

x ~—AXIS BETWEEN 2
7\ COILS OF

AXIS AMONG 3 "-\ TETRAHEDROM

COILS OF

A N
0,00 """

&
\
T \
| = i I Fp
0 0.5 1,0 1.5

2,0 2.5
DISTANCE FROM CENTER OF COIL SYSTEM (CM)

Figure 5-11,

Calculated Force Along Axes of Symmetry for Tetrahedron
with Coils of Radius 2.5 c¢m, a Distance 2.5 cm from the Center

of the Coil System

5-21



2
COMPONENT OF GRAD (%)
PARALLEL TO AXIS

(GAUSSZIAMP’: CM)

0.020 |
0.015 |-
0,010
q .
0, 005 O AXIS AMONG THREE
COILS OF TETRAHEDRON
f AXIS OF SINGLE COIL
AXIS BETWEEN
TWO COILS OF
TETRAHEDRON
0 | 1 |
0o 0.5 1.0 1.5 2.0 2.5

DISTANCE FROM CENTER OF COIL SYSTEM [cm)

Figure 5-12, Calculated Force Along Axes of Symmetry for Tetrahedron
with Coils of Radius 5,0 cm, a Distance 2.5 cm from the Center
of the Coil System



traverse towards the vertex of a "'normal' tetrahedron are so small relative

to the corresponding forces in a cubical arrangement as to make the tetrahedron
compare very unfavorably. The forces available from both "overlap' arrange-
ments (Figures 5-10 and 5-12) are low as compared to the ''normal'’ arrange-
ments in the central region of the facility. The reason for the very low forces

" when moving towards a vertex of the normal tetrahedron is the very unfavorable
angles between the field gradients due to individual coils. These acquire large
angles with respect to one another near the vertex so that total gradient of B
becomes greatly reduced. The forces available with the "'normal' cubical
arrangement show this to be the best of the force arrangements studied here.

We note, however, that the forces available when moving towards the vertex
(Figure 5-9, square data points) are considerably smaller than for the other.
directions. Part of this is due to the use of the simple formula based on field
values at the center of the specimen volume. For this reason additional calcula-
tions were carried out for which grad BZ was based on a specimen volume average.

These data are shown in Figure 5-9 as the triangular points.

In the summary of available forces and heating efficiencies for ﬂie various
coil types considered in Section 5.2.10 below, the differences amongst coil
types are generally so great that errors incurred by the use of the simplest
computational procedure are unimportant, More exact calculations were carried
out for the few coil systems which survived the initial screening given in Section

5,.2.10 below.

5,2.4 FIELD AND FORCE COMPUTATIONS FOR OPPOSING HEMISPHERICAL
COILS
The earliest work to develop simplified position control servo damping for
specimen oscillations by means of electromagnetic position sensing was carried
out in this laboratory in late 1972 utilizing a single hemispherical coil with
vertical axis. This type of coil, or variations thereof, had previously been

studied for terrestrial levitation work in which the axial field gradient is made
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large compared to the radial gradient in order to maximize levitation forces,
This type of coil is known to have relatively high efficiency for RF induction
heating which can be increased when utilized with the position stabilizing servo
which allows much tighter coupling to the specimen through minimization of coil

size,

In this section we give results of computations carried out to adapt an
opposing pair of such coils to the zero gravity environment. The second opposing
coil substitutes for the role of gravity in the simplest terrestrial arrangement in
that it returns a specimen to the first coil as the specimen drifts away from the
first coil and vice versa. A number of variations of coil spacings and windings
were analyzed to find that configuration giving nearly equal square field gradients
(grad Bz) in the three orthogonal directions. In Figure 5-13 the results of cal-
culation of (H/I)2 (=(B/I)2 in gauss units) vs. distance from the center of such a
pair of coils is shown. It was assumed in this calculation that each coil of each
pair ig8 as described in the sketch of a single coil above the graph and that each
coil of each pair has the same amount of current flowing through it but at different
fre.quencies.so the force fields due to the two coils in each pair may be considered
to be independent of one another. This situation is one which would be found in a
cup coil pair when the pair is inductively heating a specimen, while also contain-
ing the specimen assuming no benefit of any position sensing system and control
loop. The force at a point may be obtained by taking the slope of the plotted
curves. The cup coil pair labelled "D" was the system chosen for use in the

preliminary coil comparison based upon point values of H,

With the two coils operated at different frequencies, the total time ‘averaged
BZ is equal to the sum of the separate time averaged Bz' s furnished by the
individual coils as mentioned previously, This follows because of the zero
average for the cross term -él'_éz due to the incommensurability of driving fre-
quencies. Operation of the two coils at the same frequency in an out of phase

arrangement can also be considered. In this mode the turns near the polar
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regions are relatively ineffective. This configuration, with elimination of turns
not in the equatorial region, is discussed in detail as the ''cusp'' coil in a later

section,

The slope of each curve given in Figure 5-13 is proporticnal to the force
exerted upon the specimen. It may be seen that cup coil A has strong radial
forces but virtually no axial force and that, after the number of equatorial turns
has been reduced, cup coil C has somewhat stronger axial forces than radial
fo‘rces, Cup coil D is the best of the four configurations shown because it has
very nearly equal axial and radial forces, and, in addition, the increased size

of the smallest turn enhances the accessibility to the coil's interior.

5.2.5 MAGNETIC FLUX DENSITY CALCULATION FOR SEVERAL BASEBALL
COILS

The term "baseball coil" in this section is used to describe a coil wound on
the surface of a sphere, much like the seams of a baseball, in such a manner
that the coil results in four arcs or segments of a plane circle, each arc joined
to two others at its ends. A sketch of such a coil is given in Figure 5-14. Other
configurations are possible where the winding does not consist of such planar
segments. However, it is found that by considering the coil family consisting of
four such’ contiguous planar sections where only the angles of the planes with
respect to one another is varied over a large range, configurations can be found

which give nearly symmetrical field gradients in the central region.

The baseball coil may be considered a logical evolutionary development
from the Joffe bar quadrupole arrangement discussed in the introduction to
Section 5. 0 when account is taken of the end loops formed by the interconnections
among the four bars. Although some computational studies were available by
courtesy of Dr, Henning of the Livermore Laboratory, a special computation
program was written for the optimization studies given in this section, This pro-
gram approximates the baseball winding as a series of straight segments and
computes the field B and BZ for a number of points within the region enclosed by

the winding.
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Figure 5-14, Baseball Coil Geometry

In Figure 5-15, the several baseball coils are identified by the parameter
g which is the closest spacing between two portions of the coil in the x-y or
x-z planes, defined in that figure, The parameter s is given in increme;:xts of
0.50 cm,except in two cases. Instead of 3.50, a value of 3,54 was selected to
‘g;i.ve a coil in which the plane arcs on opposite sides of the x-axis are parallel
to one another, i.e. the coil is then somewhat like an "Alice' coil, and a value
of 2.15 cm is given because this is the value of s for the coil used in force

measurements in the laboratory.

Because the calculation of flux density was performed on the axes of the

coil, calculation of grad(%)z results in the x, y and z components of gra.::l(NEI-)2

on the x, y and z-axes, respectively. However the x component, on the x-axis
2
is equal to the total grad(%) ., Elsewhere, the direction of grad(%)z is gen-

erally not parallel to the axes, Figure 5-15 shows values obtained along the
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x-axis. We note that s = 2.5 represents an optimum with respect to yielding
2.
approximate symmetry to the height of the 'potential barrier!' B, in orthogonal

directions.

5.2.6 BASEBALL COIL FORCE CALCULATIONS AND MEASUREMENTS

Simple body force calculation based on values of grad B2 at points corre-
‘sponding to the center of a 2.5 cm diameter aluminum sphere were carried out
for a filamentary baseball coil winding of 150 rms. ampere turns ona 5 cm
diameter sphere. These are shown as the calculated data in Figure 5-16.
Force measurements were carried out in the laboratory for a baseball coil of
equal average dimensions carrying 75 amperes in two turns geparated by 1 em.
These measurements are also shown in Figure 5-17. The calculated and
measured forces agree on the average although the slopes are different by an
appreciable amount. These differences are attributed partly to the use of point
values of grad B2 and also due to the approximation of the two turn coil in the
calculations by a single filamentary turn. Calculations for the cusp coil to be
shown in the next section indicate that taking account of both these factors gen-
erally gives much better agreement with experiment as was already noted for

the simple circular turn coils,

5.2,7 OPTIMIZATION OF CUSP COIL

A number of computations were carried out for flux densities and gradients
2 . 2 . . 1 A4
of B” (or equivalently H )} for cusp coils over a range of ratios of coil diameter
to coil plane separation. The sketch shows the coil configuration and nomen-

clature for the separafion s of the two coil

planes. Figure 5-18 shows the values of Im— s —a=|

Z . . .

grad B obtained at the points corresponding D"‘ \Q
to the center of a specimen as it moves ; A
!
axially or radially away from the central : '\ :
\ !

position. Figure 5-19 shows correspon- A 2.5 em| U

. O (3

ding results when the squared field is s _ §,.-

averaged over the specimen volume to
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compute grad Bz. It is seen that a coil separation of 2. 6 cm gives approximate
symmetry in the radial and axial forces for small specimens for displacements

as great as 0,75 cm from the center,

5.2.8 FORCES FROM CUSP COIL

Calculations were carried out using the computer program which yields
forces on each of 20 sections of the spherical specimen, These data are shown
as the solid lines in Figure 5-20 for coils of diameter 2,54 cm with separation
d;i.stance 3.54 cm and for three different sphere volumes, namely 1.0 cm,

2.0 cm and 3.0 cm. This figure illustrates the approximate proportionality of
force to specimen volume. Shown also for the 2.0 cm specimen diameter as the
dashed lines are the forces calculated utilizing the grad Bz formula with ]E’:2
values estimated at the center of the sphere and for the sphere volume average

respectively.

Some forces were measured in the laboratory in order to confirm the
magnitude of the computed forces, since in the case of cusp coil near the central
position where the field vanishes, the difference obtained in computations with
or without field averaging over specimen volume should be especially important,
The coil configuration for the laboratory test set-up is shown in the sketch on
Figure 5-21. The two turn cusp coil had a 2. 0 ¢cm mean radius with a 2.7 cm
spacing between coils, The calculations took actual account of the two separate
but closely spaced windings on each coil and also computed grad B2 averaged
over the spherical specimen volume at each point. Since a computer program
was available which averaged B2 values over a 2,0 cm diameter sphere whereas
the experiment utilized a 2.5 cm diameter aluminum sphere, scaling of the
theoretical computation were made before plotting as the solid curves in Fig-
ure 5-21. Scaling will be discussed in Section 6. Also shown as the dashed line

are the axial forces measured with the balance arrangement described previously.
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5.2.9 COMPARISON OF SEVERAL COIL TYPES, WHEN USED WITH SMALL
SPECIMENS

5.2,9.1 Introduction

This section makes a comparison, based on several simple engineering

_ criteria, to evaluate performance in.a free suspension processing system of
several of the coil types discussed above. The ''cube overlap, ' tetrahedron and
tetrahedron overlap arrangements were eliminated from further consideration
o.n the basis of inferior performance as already noted as compared to the 6-coil
"normal' cubical system. This comparison is made upon the basis of Bz and
grad B2 comparisons where B2 is evaluated at points corresponding to the
center of the specimen. This comparison will be valid for specimens whose
gize is small compared to the coil dimensions. As already noted, this simple
approach becomes less accurate aslthe specimen dimensions become very large
(diameters on the order of one-half the coil dimensions) and will be particularly
important for the cusp coil where B2 evaluated at the central point will vanish
but its average over a specimen of appreciable size will not, Additional compu-
tations have been carried out for all coil systems to evaluate the effects of flux
averaging over the specimen volume. These effects are as large as a factor of
2 for certain systems, e.g. the 6-coil cubical system when considering a
traverse towards a cube vertex during which the specimen's surface gets close
to the coil windings. ({See Figure 5-9.) For all other cases, with the exception
of the cusp coil, the effects are much smaller, Within this apprbximation the
following comparison is considered to be valid and rigorously so when smaller
specimens are considered. The cusp coil is an exception and needs separate

. . 2 . .
treatment with respect to heating (B ) considerations.

Other approximations implicit in the comparison, to be made in this
secticn as well as later, should be mentioned at this point. The first relates
to redistribution of current in the conductors due to skin depth effects in multiple
turns in close proximity one to another. In the simple comparisons shown in the

following tables, a filamentary coil winding is assumed (except for the hemispherical
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or cup coil winding}, whereas engineering studies have shown that optimum
efficiency of coupling to power amplifiers and tank circuits generally requires two
or more turns, Computations were carried out for the skin depth and proximity
effects by means of a computer program available in the General Electric Researc.
and Development Center. This program takes account of the nonuniformity of dis=
tribution of the curreht around the surface of each of several turns (i.e., the
”proximi.tj—effect, " which is signiﬂcaﬁt on account of the proximity of the adjacent
turns), From this work effective reéistance values of these multiple turn coils

were computed and were utilized in the engineering calculations given in Section 6.

The order of magnitude of the errors incurred by assuming the location of.
the currents in each of two or three separate windings to be concentrated in a
single filamentary current located at the mean position of thé winding wasg also
examined. This computation was carried out for the case of a circular winding
where three 1/4 inch diameter turns were approximated by a single filamentary
winding located in the mean position of the three windings. {See Figure 5-22.)
Table 5-1 gives the volume average HZ over a 2 cm diameter sphere located at
various axial positions, z, measured in cm froﬁ the coil center. It is to be noted
that little difference is encountered from the filamentary approximation until
the sphere coordinates move to regions in which the spherical surface is approach

ing the winding,

5,2.9.2 Coil Types and Assumptions

The coil comparisons are all made corresponding to a configuration for
which the coils are wound upon a 5 cm diameter volume within which the speci-
men is free to move. Section 6 discusses the scaling laws for BZ and grad B2
which shows that the comparisons given below will be valid when comparing any

two systems of the same dimensions,

The types of coils considered in this section are

6-coil cube
Baseball
Cup coil pair
Cusp coil
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The same relatively small spherical specimen is assumed to be present in each

coil. The agssumptions in the comparisons are illustrated by Table 5-1:

Table 5-1

Assumptions Made in Comparison of Coil Systems

a., Nominal 5,0 cm diameter containment volume.

b. No interaction among coils (one exception which will
be noted, for cup coil pair).

c. FEach systermn operates upon a relatively small specimen
with the same x value (ratio of radius to skin depth).

d. Single filamentary winding {except for the cup coil pair,
which, by its nature, is a multiple winding).

5.2.9.3 Coil Descriptions

A brief summary description of each coil is given in Table 5~2 and a simple
sketch of each type, of the dimensions assumed in this comparison, is given in
Figures 5-23 through 5-26, The configurations given here have been optimized

based upon computations described in previous sections.

5.2.9.4 Resistance of Coils

Numbers illustrating the relative resistance of each coil type are developed
in Table 5-3 in which it is assumed that the skin depth in the copper tubing of
which the coils are made is considerably smaller than the radius of the tubing.
Hence the relative power dissipation P is proportional to the total length of tubing
through which current passes and inversely proportional to the diameter of the
tubing. In magnetic field and winding length calculations the current is assurﬁed
to lie on a filament on the tubing's a.xié. Computations given in Section 6 take
account of skin depth and proximity effect for the multiple turn coils finally

selected.
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Table 5-2

Description of Coil Types

Cube

Six coils tangent to 5.0 cm dia. sphere.
Each coil has 2.5 cm diameter.
Each coil operated independently, each at a different frequency.

Baseball

One coil wound on 5. 0 cm dia, sphere,
Closest spacing between different points on the coil axis is 2.5 cm.

Cup Coil Pair

Two coils wound on 5. 0 ¢cm dia, sphere.
On each, three turns 0.7 cm, one at 1.8 ¢cm and one at 2.4 cm
from equatorial plane. Coils operated at different frequencies.

Cusp Coil

Two turns wound on 5.0 c¢m dia, sphere, 2.7 cm spacing between
their centers.

The two turns are connected in series such that their magnetic
fields are in opposition at the center of the coil.

Table 5-3

Relative Resistances pf Coils

Coil No. of Length Dia. of - Relative

Type Coils Excited, n of Coil, 4 Tubing¥® d Power, P#*%

Cube 1 7.9cm I.lem 7.2

3 23.7 21. 6

6 47. 4 42, 2

Baseball 24,9 0.9 27,7

Cup Coil Pair 1 92 0.6 153

184 306

Cusp Coil 26.4 1.1 24,0

*Maximum size consistent with the volume which is available.
#¥Per unit current



5.2.9.5 Containment Ability per Unit Power

The value of HZIIZ at the center of each coil and its maximum value

on the surface at which the force exerted upon the sphencal gpecimen is zero
are given in Table 5-4 as well as the difference A(H/ I) between these two values.
This difference is proportional to the depth of the potential well {from the fact
that force is proportional to grad Hzl' which contains the specimen and, in the
case of coil types containing more than l.single-frequency coil, e.g. cube and
cup coil pair, this assumes suitable position sensing and switching of power to
the proper coil{s), The last column in Table 5-4 gives the ratio of the differences
to the corresponding figures from Table 5-3 to yield numbers proportional to

the depth of the potential well per unit power dis sipated in the coil. Note that no
dimensions are given here since the absolute resistivity of the coil has been

omitted for simplicity.

Table 5-4

Ability to Contain a Specimen

2,2 2,2
No. of H /I (H™ /I )min o 2 /[P
Coil Coils at on F=0 A(E) é(_l-_l (—-2
Type Excited, n Center Surface I I I
Cube 3 0. 006 0.018 0,012 5x10 7
Baseball 0. 008 0. 051 0.043 16 x 107 °
Cup Coil Pair 2 1.3 1.9 0.6 20 x 10~
Cusp Coil 0.0 0. 050 0. 05 21 x 107

5.2,9.6 Induction Heating Efficiency

2,2 . - . L
values of H /I” are given in Table 5-5 which are then divided by the corre sponding
resistance factors of Table 5-3 to indicate heating ability per unit of power dissi-
pated in the coil, It should be noted that it is inappropriate to evaluate HZII2 at

the center of a cusp coil for very small specimens which would yield zero heating
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efficiency. As shown in following sections, computations and measurements

indicate that the magnetic field intensity rises so rapidly at positions near the

central field null as to give very appreciable heating efficiencies for this coil

system.

Coil
Type.
Cube
Baseball
Cup Coil Pair
Cusp Coil

Table 5-5
Ability to Heat

, 2,2
No. of Coils H /I
Excited, n at Center

6 0.012
0,008
2 1.3

5.2.9.7 Positioning Ability per Unit Power

(2}
(H/I)Zl 12

4
4

2.8x10
2.9x10

43 x 10"“l

The maximum force per unit power dissipated in the coil is evaluated in Table

. 2,2
5-6 by starting with the maximum average gradient in H /I, between the center

of the coil and a distance 0,5 cm from the centey and then again dividing by the

corresponding relative resistance.

Table 5-6

Ability to Resist an External Force Along Strongest Axis

Coil
Type
Cube
Baseball
Cup Coil Pair
Cusp Coil

No. of Coils
Excited, n

Maximum
Gradient
Near Center

P
Max. Grad/ (-—2)

1

1 0,012
0. 03

1 0.59
0. 04

4
11 x 10'4
4
4

17 x 10~

38 x 10
17x10



5.2.9.8 Other Considerations

Other bases upon which coils may be compared are given in Table 5-7. It -
should be noted that no conclusions can be made for the adaptability of the cusp
coil to electromagnetic position sensing on the basis of evaluation of Bz at a
point since, as already noted, this vanishes near the center of the cusp facility,
" As will be shown later, computations and measurements of power absorbed for
a finite size specimen show that the cusp is also adaptable to electromagnetic

position sensing.

Table 5-7

Additional Considerations in Comparison of Coil Systems

Regions of Access

Coil to Containment Volume Compatible Position
Type in Terms of Circular Areas Sensing Techniques
Number Diameter (cm) Electromagnetic Optical
6 1.4
Cube 1 8 1.6 No Yes
‘ 2 1.4
ball
Basebal } 4 2.7 Yes Yes
. . . 1.4 _
Cup coil pair 11 0.4 wide band Yes No
. 2 3.1
Cusp Coil { 1 1. 6 wide band --- Yes

If the value zero for the heating efficiency of the cusp coil be excepted as
an anomaly to be treated later; all of the systemns considered receive appreciable
scores in all areas., The cup coil pair receives the highest score when all
columns are considered. When account is taken of the anomalous situation of
the cusp coil as regards this simple comparison it appears that all of the above

four systems are capable of adequate performance.
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5.2.9. 9 Preliminary Conclusions .

In conclusion it may be said that the studies of magnetic field configura-
tions given in this section have served to optimize each coil configuration type
but do not serve to make the final recommended choice, other than the rejection
of a few coil types. The final choice rests upon overall engineering considera-
tions, including accessibility, efficiency for RF heating, suitability for use with
simple electromagnetic position sensing which is closely related to induction
heating efficiency, and suitability for use in conjunction with electron beam

héating which requires more detailed considerations.

In the facility capability studies given in a later section it is seen that the
primary limit to the capabilities of the Containerless Processing Facility will
be the total power availability. The main power requirement is for furnishing
surface radiation loss for the highest melting specimens such as tungsten. The
power requirements for positioning are generally much less limiting. Since
electron beam heating is to be considered for many specimens for which it can
yield a higher efficiency than can RF induction heating, the ability of the facility
to maintain the specimen accurately in the focus of an electron beam when subject
to forces due to electron or ion bombardment and differential outgassing is
important and will be discussed in the next section, For RF heating efficiency,
it is necessary to consider specimen volume field averaging and to place great
reliance on laboratory measurements because of the importance of this param-

eter. This will also be treated below.

5.3 OVERALL FACILITY ENGINEERING CONSIDERATIONS

5.3.1 INTRODUCTION

The optimization of the various coil and field configurations with each coil
type and the elimination of a few of the candidate types was made possible by
the field and field gradient considerations in the preceding sections. Amongst

the remaining candidates, namely the 6-coil, baseball, opposing hemisphere
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(or cup pair) and cusp configurations, some overall considerations of facility

engineering and complexity may be applied. We may consider the finalists

in more detail with regard to the following engineering criteria.

Mechanical accessibility for specimen introduction and removal in-
cluding accessibility for observation of the process. ‘

Compatibility with the simplest electromagnetic position sensing for
damping of position oscillations.

"Stiffness' of control near the central position or the ability to main-
tain the specimen in the focus of an electron beam when subject to the
attendant thrusts.

Engineering complexity due to cross coupling of multi-coil systems.
This is especially important because of the requirement (to be shown
later) for operation over a wide frequency range.

Relative efficiency for RF induction heating for those processes in
which this is the simplest means of heating or for which electron
beam heating is not applicable because of unfavorable values of the
secondary electron emission coefficient.

5.3.2 SPECIMEN ACCESSIBILITY WITHIN COIL CONFIGURATION

Examination of Figure 5-25 shows that the opposed cup coils give poor

accessibility when large specimens are considered for introduction or removal

of the specimen, unless the coils were mechanically movable with respect to

one another. Because of the requirement for this possible complication as well

as poor visibility of the specimen for instrumentation, the cup coil pair obtains

a low score in this area for the Containerless Processing Facility.

Examination of Figure 5-23 shows that the cubical coil arrangement also

gives relatively poor accessibility for specimen introduction or ejection when
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large specimens are considered. These conclusions regarding specimen access
to and from the control position were summarized in Table 5-7, It might at

first be concluded that this accessibility disadvantage might be overcome by
scaling up the size of the coil facility without a consequent scaling up of specimen
gize. However, fhis would cause a large reduction in RF heating efficiency and
the achievable force per unit power so that it is necessary to consider the com-
parison between coils on the basis of equal relative scaling of specimen and coil
dimensions. As discussed in following sections, power for heating and melting
will be a principal limitation in the electromagnetic Containerless Processing
' Facility. Hence the low score on specimen accessibility for the cubical.and

hemispherical coil configurations stands as a serious engineering drawback,

5.3.3 COMPATIBILITY WITH ELECTROMAGNETIC POSITION SENSING

Development work in this laboratory has shown that by sizing the six
circular coils to a diameter of about one-half that of the sphere inscribed within
the 6-coil configuration, the mutual inductance problem is tractable and the
system can be made to operate for a given choice of frequencies of drive. Even
so, as noted in Table 5-7, the 6-coil system is not adaptable to electromagnetic
position sensing because of mutual inductances amongst the various coils. The
necessity for operation of several coils at different frequencies also poses an
equipment complication not present in the simpler coil configurations. Also,
maintenance of adequate frequency separation over the wide band of frequencies
lrecommended for a facility introduces the requirement for several multi-

frequency band switching power amplifiers.

Although work has been done to develop an electro-optical position sensing
system for use with this coil arrangement, this system is much more complex
than the corresponding electromagnetic position sensing scheme developed later
in this laboratory. The latter is expected to be much less subject to influence
of metallic vapor deposits, etc. than would electro-optical sensors even when

such sensors are protected by mirror optics and baffles, The recent development
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of this servo control system which can damp specimen oscillations by detection
of changes in RF loading upon the coil system can be regarded as a developrment
which Ha.s superseded the earliest development of three dimensional position
control and damping. This servo system is adaptable to the other final system
candidates, e.g. baséball, cusp and, with some difficulty, the opposing hemi-

spheres.

5. 3;.4 ELECTROMAGNETIC POSITION SENSING WITH OPPOSED
HEMISPHERICAL COQILS '

The initial laboratory tests of the simplified electromagnetic position
sensing servo were carried out with a specimen levitated in a single cup coil,
Because of asymmetries introduced by the operation of two tightly coupled coils
at different frequencies, additional laboratory tests were carried out of the

electromagnetic position sensing signals obtained with two opposed coils excited.

The '"optimum!'' configuration utilized here is that derived in Section 5,2, 4
which equalizes the radial and axial BZ gradients with both coils equally excited.
The sensitivity for electromagnetic position sensing using a 2 centimeter
diameter aluminum ball was measured in the laboratory with the following

results.

5.3.4.1 Q Measurement - No Specimen

Initial Q measurements for the separate coils are shown as the first

column in Table 5-8.

Table 5-8

Measurements of Q for Cup Coils

Single Coil Two Coils
Ceoil 1, 80 KH=z 28 27
Coil 2, 120 KH=z 29 22
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With both coils in place the system dermonstrated the expected shift in resonance
positions by a small amount and the Q was remeasured at each of the shifted
resonances, These values are shown in the second column. The large reduction
in the Q corresponding to the shifted 120 KHz resonance should be noted, This
shows a large and unssrmmetrical absorption by the low frequency coil when the

high frequéncy coil is excited,

5.3.4.2 Position Sensing Measurement

These measurements were made by using a constant current drive and
noting the change in terminal voltage at resonance. The ball was moved in
1/2 ¢m steps. The position sensing signal, which is the change in terminal
voltage at resonance as the specimen is displaced radially, is shown for the -
single 80 KHz coil in the absence of the 120 KHz coil in Figure 5-27. This
available error signal (15%) is considerably larger for this "optimized" hemi-
spherical arrangement as compared to the early laboratory studies referred to
previously in which the axial (vertical) B2 gradient was necessarily made much

greater than the radial gradient for terrestrial levitation purposes.

With the second coil in place, the position sensing signals were again
measured as changes in terminal voltages as each coil was separately driven
at its displaced resonant frequency with the other coil connected to its amplifier
but with no excitation. These results are shown in Figure 5-28. It is seen
that the position sensing signal is on ly approximately 1/2% of the total terminal
voltage. Previous laboratory work with this type of position damping control
servo has shown that position signals of the order of several percent of the full
terminal voltage are desirable for reliable operation. The present result thus
indicates that further development would be required for reliable operation of a
servo operating on the relatively small position signal of only 1/2%. This is
considered to be an unfavorable result for the opposed hemisphere arrange -

ment,
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Additional tests were carried ocut in which the coil spacing was increased
from 0.7 cm to 1 ¢m and the number of equatorial turns was reduced from three
to two. These steps were taken to reduce the mutual coupling of the coils which
was held responsible for the large reduction in position sensing sensitivity as
compared to the behavior of a single coil, It was found that é.lthough large en-
hancements could be made in the position sensing sensitivity for one of the coils,
sirmnultaneous improvement for both coils did not appear to be possible. Further-
more, these coil changes represent a departure from the optimum grad B

(force field) configurations derived in Section 5, 2.4 above.

5.3.5 "STIFFNESS'" OF CONTROL NEAR CENTRAL POSITION

Since, for some high resistivity specimens, electron beam
heating and melting may be more efficient, as regards total required power,
than eddy current heating, the suitability of the position control system to main-
tain the specimen accurately at the focal point of an electron beam will be
important. For this reason the following computations were made of the dis-
tance through which a 2,0 cm diameter sphere with large x-parameter (ratio of
radius to skin depth} will be pushed by a constant external force, such as might
be caused by an electron beam, while suspended in a coil system in a weightless
environment. Three different coil systems were assumed. Because of the low
sensitivity of elecfromagnetic position sensing just derived for the opposing
hemispherical coilsg it was known that the ''stiffness' of this system would be
low and hence was not evaluated, The results are given in Tables 5-9, 5-10
and 5-11, and an explanation of the calculations which led to these results is

given below,

5.3.6 BASEBALL COIL

5.0 cm diameter

2 turns

Conductor diameter = 0,25 inch = 0.64 cm
Total length = 50 cm

Frequency = 100 KHz

Resistance = 0.001]1 ¢hm
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In Section 5. 2. 6 data were given for a 5.0 cm diameter baseball coil
exerting force upon a 1.0 c¢m dia. solid aluminum sphere. The data in Fig-
are 2 of that section, for measurements along the X-axis, provide the basis
for the calculations for the baseball coil given here. Earlier data were obtained
assuming 102 amperes flowing in a single turn coil. An equivalent ampere turn
strength for the two-turn coil descnbed above requires dissipation of (51) (0.0011)
or 2.6 watts in the two-turn coil. Assuming power conversion circuitry in the
free suspension facility to be 50% efficient, the total power to the facility would
be 5.2 watts. (From data given below it is known'that the fraction of total power
absorbed by a 2.0 cm dia. sphere is of the order of only 6% for a specimen of
such low resistivity, This was ignored in this calculation.) These 5.2 watts
are sufficient to generate the forces measured on the 1.0 ¢cm dia. aluminum
sphere and to generate about 8 times such force on a 2.0 cm dia. sphere, as
considered here, By assuming several other amounts of power absorbed by a
facility containing such a two-turn coil, as listed in Table 5-9, a displacement
from the center of the coil may be found at which the force generated is equal

and opposite to the external forces given in Table 5-9.

5,3.7 CUSP COIL

Two 2-turn coils, each having radius = 1.8 cm, separated by 3.5 cm

(i.e. wound on a 5.0 cm dia, sphere).

Conductor diameter = 0.25 inch = 0, 64 cm
Frequency = 100 KHz
Resistance = 0. 0010 ochm

In Figure 5-20 the axial force exerted upon a 2,0 cm dia. sphere of
large x-parameter on the axis of a cusp coil such as that described above, is
given for a current of 100 amperes. Such a current requires the dissipation of
10 watts in the coil. The data in Table 5-10 were then calculated in the same

manner as was done for the baseball coil.
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5.3.8 SIX COIL CUBE

Six 3-turn coils each of 1.25 cm radius with coils which are opposite one

another 4.3 c¢m apart {(i.e. wound on the surface of a 5.0 cm dia, sphere},

Conductor diameter = 0,125 inch = 0, 32 cm
Frequency = 100 KHz
Resistance = 0.0011 ohm (each coil)

The force each coil exerts upon a 2.0 cm dia. sphere may be written as

1 3 2 _1 2 _1 HY2 P (here R = coil
F =72 Gx)grad H" =ggrad H “4grad(1) R resistance)

[W¥]

= 228 grad (ﬁ) p (5.3.8-1)

where G(x) is taken to be unity, P is the power in watts dissipated in each coil,
His in oersteds, Iin amperes and F in dynes. It may be assumed that the
external force acts parallel to and on the axis of one pair of coils. Let it also
be assumed that, in order to increase positioning stiffness, the coil which
opposes it may draw up to one-half the total power absorbed by the six coils and
the four neighboring coils share the other half. Again assuming the power con-
version circuitry to be 50% efficient, this means that that one coil may draw up

to one -quarter the total power to the facility.

The position of the 2.0 cm dia. sphere will be determined by the servo-
control systern which detects the position of the sphere and then "turns on'' the
opposing coil in proportion to the displacement A from the center of the coil
system. We assume the power supplied to the coil to increase linearly with dis-
placement of the sphere toward the coil, varying from zero at the center of the
set of six coils to the maximum allotted power for a displacement of the 5phefe

of 1.0 em. Thus
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Table 5-9
Stiffness of Baseball Coil

Total Power Displacement from Center

to Facility for ¥ = 5 dynes 10 dynes 50 dynes
1000 watts 0.1 cm 0.2 cm 0.4 cm
500 0.2 0.3 0.5
250 0,3 0.4 0.8
100 0.4 0.5 1.1
50 0.5 0.8
*Coil unable to contain sphere
Table 5-10
Stiffness of Cusp Coil
Total Power Displacement from Center
to Facility for F = 5 dynes 10 dynes 50 dynes
1000 watts 0.0005 cm 0.001l cm 0. 005 cm
500 0. 0009 0. 002 0. 009
250 0, 002 0. 003 0. 02
100 0,005 0.01 0.05
50 0. 009 0. 02 0. 09
Table 5-11
Stiffness of Six-Coil Cube
Total Power Displacement from Center
to Facility for F = 5 dynes 10 dynes 50 dynes
1000 watts 0.01 cm | 0.02 cm 0.08 cm
500 0,02 0. 04 0,12
250 0. 04 0. 07 0.23
100 0. 09 0.15 0. 42
50 0.15 0. 24 0. 58
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P = P(max) (5.3.8-2)

1_&
4 1,0 cm
and, combining this with the force equation above.
I

F=57A grad(-r_-l)z P(max) (5.3, 8-3)

%)2 were obtained from Section 5,2.3 and values of A were

calculated as given in Table 5-11,

Values of gra.d(

Comparison of the data of Tables 5-9, 5-10 and 5-11 shows that the
""stiffness" of the particular cusp coil studied exceeds by about an order of mag-
nitude the stiffness of even the 6-coil cube system in which unequal excitation of
opposing coils is employed. The particular cusp coil selected for study here is
one which has somewhat more axial stiffness than the configuration giving equal
axial and radial gradients referred to previously. It is believed that such a
choice would be appropriate when high power . electron beams are employed in
order to minimize displacement of the specimen being heated, Thus the cusp
appears to be a logical choice to be made for those situations in which electron
beam heating is employed at high powers and rather rigid control of specimen

position is required,

5.3.9 RELATIVE EFFICIENCY FOR RF INDUCTION HEATING

5.3.9.1 Conﬁputa.tions of Induction Heating Efficiency

From the detailed results which are available for magnetic field distribu-
tions and coil losses including proximity effect, it is possible to compute the
fraction of total coil power which is transferred to the specimen. These evalua-
tions are important not only to estimate total power requirements for heating
and melting various specimens but also are important in determining feasibility

for electromagnetic position sensing which depends upon appreciable changes in
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specimen power absorption as the specimen position changes. Figure 5-29
shows results of computations for a specific baseball winding at several fre-
quencies as a function of specimen resistivity, It is seen that the heating
efficiency increases with specimen resistivity up to a maximum value which
depends upon the operating frequency. In the limit of very high facility ire-
quencies the heating efficiency increases continuously with specimen resistivity

~ until an asymptote is reached.

Computations and measurements were made for heating efficiency of a
5.0 cm diameter baseball winding, versus frequency, with 2. 50 ¢m diameter
specimens of resistivities corresponding to that of aluminum and steel. These
results are shown in Figure 5-30 as the solid curves. Figu;t'e 5-31 gives corre-
sponding calculational data for a cusp coil of dimensions as illustrated in that

figure. The equation given previously
2
P = 37 F(x)apH" (MKS) {(5.3.9-1)

was used for values of frequency ranging from 1 KHz to 300 KHz and resistivity
values of 4 x 10-6 ohm/cm and 74 x 10-6 ohm/cm. The latter were chosen to
represent the electrical resistivity of the aluminum and steel spheres used in
experimental measurements about to be described. The heating efficiencies
were obtained by dividing the computed power dissipated in the specimen by the
‘sum of that power and the power dissipated in the coil, The value of Hz which
was used in these calculations was neither the value of H2 found at the center of
the coil nor the value of HZ averaged over the specimen's volume. This was
because, in the cases considered, the skin depth is relatively small and the
values of H2 which most directly contribute to the generation of induced current
in the specimen lie near the surface of the sphere in the vicinity of the axis or
axes of symmetry. No attempt was made to make an exact computation of the
best value of H'2 to be used but an average value of I—I2 over the regions concerned
was estimated from computer calculations of H2 for several points in, or near,

those regions.
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5.3.9.2 Measurements of Heating Efficiency

Measurements of heating efficiency have been performed by two different
methods, The first method involves the measurement of the Q for the resonant

tank circuit coupled to the field producing coil {see sketch) with and without the

specimen placed in the field producing coil. The inductance and capacitance are
furnished by the tank circuit. R represents the equivalent loss resistance
furnished by copper losses and transformer losses, RB represents the equiva-
lent loss resistance introduced when the conducting ball representing the
specimen is placed into the field producing coil. The voltage source represents
the signal generator used in the experiments and the 51K resistor used to couple
the generator to the circuit. It may be shown that, for relatively low coupling

efficiencies and for the case in which the change in resonant {requency when the

ball is introduced is small, the heating efficiency is given approximately by

O|D
C.‘nt'

n = RL/RB = l - (50 30 9-2)

RL represents the resistance of the parallel combination 51K, RB and R, QL
is the measured Q of the loaded circuit with specimen in place and QU the
measured Q of the unloaded circuit with specimen removed. When account is
taken, with higher efficiencies of the change dw in resonant frequency with the
specimen in place, an additional term in the efficiency expression appears equal

to ﬁwle where w_ is the resonant frequency for the loaded situation, i.e. with

L
the specimen in the coil.
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A second method for computation of heating efficiency is as follows. The

diagram shows the circuit cemprising the tank circuit, coil and specimen as

p— I tank

Signal Generator Equivalent Circuit

an equivalent RLC circuit. To measure absorbed power, the signal generator
frequency is adjusted so that there is no phase shift between V and V
gen tank,
This means that the equivalent circuit is pure resistance and this resistance R
represents the power absorbed by the tank circuit, capacitor, core, coil and

specimen if one is present. This resistance is simply calculated when Vgen'

Vta.nk and Rl are measured. Because the current is the same in both resistors,
Vgen - Vta.nk Vtank R1 Vtank
= and R = (5.3.9-3)
R R Vv -V
1 gen tank

To determine absorbed power in the specimen, R is determined without the
specimen present (unloaded) and again with the specimen present (loaded). The
specimen equivalent resistance when paralleled with the unloaded resistance gives
the loaded resistance so the specimen equivalent resistance is readily calculated,

and therefore its fraction of the incoming power is determined as

n = Loaded Resistance
Specimen Resistance °

(5.3.9-4)
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Comparison of the two methods of measurement of heating efficiency shows that
they generally give results differing by only a few percent. Scatter in the ex-

perimental values can also fluctuate by a few percent,

Measured heating efficiency values utilizing the Q measurement method

. for both the baseball {shown in Figure 5-33,d.) and cusp coil configurations are
plotted as the triangles in Figures 5-30 and 5-31 respectively. It can be seen
that although agreement in the case of the baseball is reasonable, the measured
efficiencies in the cusp are consistently higher than those calculated. This
difference is attributed to too small a value for H2 having been selected for the

calculation.

The measured heating efficiencies show a drop-off (Figures 5-30 and 5-31)
from those computed for the field producing coil losses alone beginning at about
100 KHz and becoming significant at 400 KHz with a standard available ferrite
core material - designation 3E2A (Ref. 5-6). Analysis showed that this addi-
tional loss was proportional to frequency and indicated that loss in the ferrite
core might be responsible. Analysis of available data for these commercially
available cores used in the coupling transformers verified this suspicion. Ex-
periments were therefore carried out with lower loss ferrite core materials
(3C8 designation). These measurements for a 2.5 c¢m sphere of either aluminum
or steel in a 5 cm diameter cusp coil are shown in Figure 5-32. It can be seen

that losses at 400 KHz are very greatly reduced with the use of the 3C8 material.

Low loss core materials are available for use at even higher frequendes
but ére not preseﬁtly fabricated into cores of the type required in these experi-
ments. This indicates an area of presently non-commercially available components
required for the Space Lab facility, The use of ferrite cores in the HF frequency
reginﬁe greatly reduces copper losses due to the resulting compactness of the
transformer windings., Utilization of air core transformers would produce in-

creased copper loss. Since transformer and tank circuit efficiency are important
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Figure 5-32. Measured Heating Efficiency with Two Specimens and
Two Transformer Core Materials

in determining total facility power requirements this indicates desirability for

an early detailed study in this area.

5.3.10 EFFICIENCY CONSIDERATIONS FOR RELATING INPUT POWER TO
COIL-SPECIMEN REQUIREMENTS

Once the amount of power required by the coil has been established, it is
necessary to know the efficiency of the equipment back to the input energy source

in order to specify the overall power of the facility, The equipment considered

in the estimation of overall efficiency is as follows.

a. Impedance Transformer - Tank Circuit
b. Working Coil Transmission Line
c. RF Generator or Amplifier

‘d. Power Conditioning Equipment

5-64



The efficiency of each of the above will be somewhat dependent on the
specific process and possibly to a severe extent on imposed specifications of
weight and volume limits, Another potentially significant factor affecting
efficiency may be facility imposed by the need to observe, handle and store
specimens, monitor temperature, accommodate an electron beam installation

and environment control,plumbing such as vacuum ports, coolant equipment, etc,

It is obvious that overall mission considerations not known or within con-
trol at present make a definite determination of efficiency impossible but
estimates can be made based on common commercial practice with modifica-

tions where called for.

5.3.10.1 Impedance Matching Transformer - Tank Circuit

Thig device's function is to match the RF power source impedance to the
working coil impedance. This normally is a transformer accompanied by a
capacitor whose function is to provide power factor correction., The trans-
former has an appropriate ferrite core which will weigh about 1.5 KG per KW
at 10 KHz, less at higher frequencies. In the range 10-100 KHz, its efficiency
can be made about 95%. The capacitor may be any high quality paper or plastic
insulation unit. Commercial practice uses aluminum plates with a synthetic

chlorinated oil irni:re gnant.

At frequencies of 100 KHz to 1 MHz the transformer uses a low loss high
frequency ferrite core and the capacitors are usually mica insulated aluminum
plate units, The transformers are not so big or heavy, weighing about 0.5 KG
per KW to about 0.2 KG per KW with the lighter units being those intended for

operation at 1 MHz.

At frequencies from 1 MHz to about 30 MHz the transformer may be
gither ferrite or air core. Commercial transformer practice at high power

and over 100 KHz is exclusively air core, Ferrites are available with
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permeabilities of about 150 at 10 MHz and only a detailed design will show
whether anything will be gained using them, Air core transformers used

commercially regularly have efficiencies of 70% to 80%. Using ferrite cores

this may possibly be raised to 85% or 90%,

Capacitors at these frequencies are air insulated with plates that are silver

or gold plated.

5.3.10,2 Work Coil Transmission Line

Losses in the transmission line connecting the tank circuit and the work
coil are directly proportional to length. Therefore the transformer is usually
very near the work coil. Indeed, for small coils of about two turns the coil
should be supported by the transformer secondary thereby eliminating the line.
When the transformer cannot be physically placed adjacent to the coil an allow-
ance must be made for its loss. At distances of two or three coil diameters an

efficiency of 85% seems reasonable and will vary as its length changes.

5.3.10.3 RF Power Amplifier or Oscillator

When the device used is within its normal frequency range whether it is
an inverter, amplifier or oscillator, its efficiency at optimum conditions is
about 70% and it is likely that conditions will prevent an efficiency over 60%.
Cnly unusual conditions would cause the efficiency to drop to 50% and anything
under 50% would probably have to be justified by a particularly adverse process
requirement, such as operation over a large range of absorbed power, impedance

match switching devices being denied for some reason, etc.

5.3.10.4 Power Conditioning Equipment

The use of semiconductors would allow operation directly from batteries,

Semiconductor devices capable of operating at frequencies of about 1 MHz or less
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are available. Operation at higher frequencies and at the higher power levels
will probably require vacuum tubes of the types used in industrial heaters and
broadcast transmitters. These tubes generally require plate voltages of 5 KV
to 10 KV. Normally, to obtain high voltage from batteries it is necessary to
use an inverter with step-up of voltage and high voltage rectification. The
efficiency of these inverter-rectifier systems vary from 70% to 90% depending

on weight, voltage regulation, and Electromagnetic Interference requirements.

It is felt therefore that the following efficiencies, though not exact, are

represen tative values for estimating power requirements.,

2. Transformer and Tank Circuit 70% to 95%
b. Working Coil Transmission Line 85%

¢. RF Generator or Amplifier 50% to 70%
d. Power Conditioning Equi.prnent 70% to 99%

The efficiency figures quoted here were determined by our own exXperience with

designs of lower power and by reference to published data and calculations.

Figure 5-33 consists of photographs of several of the labbratcry test setups
used for heating efficiency and force measurements. Figures 5-33 (a) and (c)
show neutral buoyancy test setups used at low power with the baseball and cusp
configurations, respectively. Figure 5-33 (b} shows the levitation in air of a
I ¢m diameter aluminum sphere using a single hemispherical configuration coil
with an operating position control and damping circuit., The sphere was melted
and superheated to approximately 1000°C using less than 200 watts total input
power to the RF coil. Figure 5-33 {d) shows the scaled baseball coil
utilized in the heating efficiency and force measurements referred to. In
Section 6 of this report, it is considered that the overall coil dimensions and

conductor tubing diameter would both scale in proportion for larger facilities
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(2) One Turn Baseball Coil (b) Cup Coil with Levitated, Molten Aluminum
1 cm dia. sphere

(c) One Turn Cusp Coil (d) Two Turn Baseball Coil

Figure 5-33. Photographs of Coils Used in Laboratory Tests and Demonstrations

(Note that in (a) & (c) two mirrors are present which provide top and side views)
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for maximum efficiency of operation. The transmission line consists of two
closely spaced flat bus bars. Since the baseball and cusp windings and their
transmission line have very small inductance, external field amplitudes re-

quiring EMI shielding are minimized.

The above consgiderations formed the basis for the efficiency assumptions
utilized in the Facilities Capabilities section below. In Section 6.0 maximum
specimen size is derived as a function of specimen melting temperature for
5e§era1 assumed fixed levels of power available for use in the Containerless

Processing Facility,

5.4 RECOMMENDED COIL CONFIGURATIONS FOR EARLY SPACE LABORA-
TORY ELECTROMAGNETIC CONTAINERLESS PROCESSING FACILITY

In the preceding sections, intercomparison of the various electromag-
netic field configurations eliminated some candidate coil configurations on the-
basis of suitability of the position control force field on an equal size and power
basis. Ewvaluation of several engineering factors such as accessibility, com-
patibility with the simplest electromagnetic position servo and adaptability to
significant thrusts caused by electron beam heating, further narrowed the list
of most promiging candidates. The two systems which appear from an overall
‘engineering point of view as the best, based on all of the above considerations, appear
to be the baseball and cusp arrangements. RF heating efficiency measurements
for relatively large specimens do not serve to markedly distinguish between
these two types of coil, For specimens whose size is small compared to the
coil dimensions, however, the baseball heating efficiency will obviously be
greater than that for the cusp coil because of the field null at the center of the
latter, However, the cusp coil shows a much greater ''stiffness' to maintain
the specimen accurately at an electron beam focus than the baseball. Since, as
will appear in the sequel below, both types of specimen heating and melting

should be considered in a facility having the widest capability for processing
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materials of various melting temperatﬁres, it is recommended that the facility
for Space Lab be designed to accommodate either type of coil interchangeably.
For maximum power efficiency for both positioning or for induction heating,
when the latter is used, exchangeable modular coils of sizes commensurate with
the specimen size being processed should be considered, just as in the case of

_terrestrial levitation work., For the higher melting temperature specimens,
conservation of total facility power will not allow the low efficiencies customary
in terrestrial work when a coil size far from optimum is employed. The con-
sidera.tion of two types of coil configuration is compatible with the consideration.
of an interchangeable set of coils of various sizes. In the following section, the
facility capability for handling the various materials and processes considered
in Section 3 are delineated. Both electron beam heating and induction heating

are considered.
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SECTION 6

SPACE LABORATORY FACILITY CAPABILITIES AS FUNCTION
OF AVAILABLE POWER

6.1 INTRODUCTION

This final section summarizes the results of calculations performed to
indicate the largest sizes of specimens, for fixed total power, which may bé
suspended in a cusp coil facility and.melted either by electromagnetic induction
or by some other source of heat, such as an electron beam. Because of the
similarity of efficiency of the baseball for RF heating for larger specimens,
which represents the main factor determining required facility power, these
capability estimates can also be taken as typical of a baseball facility. These
calculations have been performed from the consideration of power dissipated at
or near the specimen's melting point, do not account for limitations in the
dissipation and removal of large amounts of heat in very small coils and have
been based upon laboratory data for which forces acting upon and power dissi-
pated in actual specimens were measured. These laboratory data permit
calculation of constants relating magnetic field strength and gradient averages ‘
to coil current, actually geometrical relationships, which were then used to
calculate the behavior of the coil-specimen system for a range of specimen

resistivities, sizes, and optimum frequencies,

6.2 LABORATORY DATA FOR 5.0 CM DIAMETER CUSP COIL

The force measuring apparatus described in Section 5,2.2 and the "'second
method" of computation of heating efficiency described in Section 5.2.9 were
used to obtain data for this section. The characteristics of the aluminum sphere

and of the copper cusp coil were as follows

aluminum sphere

diameter = 2.54 cm

‘e -6
resistivity = 4 x 10 = ohm=-cm



copper cusp coil

diameter (spherical) 5.0 cm
spacing between loops 2.7 cm, center-center
number of turns = 2

1

diameter of conductor, d = 0,64 cm
length of conductor, £ = 53 cm
coil proximity factor = 1,2

With a frequency of approximately 100 KHz for both force and heating efficiency
measurements and a current of 67 amperes rms for the force measurements,

the following were measured.

force: 100 dynes, 0.5 cm from center of coil, both on axis and
on central plane

heating efficiency: 10%, at center of coil

Then, using the equations (5,1.3-3) and (5. 3.9-1) given previously

3
F =—}4- 2’ G(x) grad(%l-)z “  cas (6. 2-1)

_ H\2 2 ‘
specimen 3 F(x) ap(l) I MKS (6. 2-2)

‘values of the desired constants were obtained, wviz.

H\2
grad(T) . (0.5 cm from coil center) = 0.49 oerstedszlampzcm
' {6.2-3)

H\2 ‘
(T) , {(at coil center) = 0.28 t:»erstedszla.mp‘2
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6.3 SELECTION OF OPTIMUM FREQUENCIES

The efficiency of heating an electrically conducting sphere rises contin-
uously with increasing frequency but the rate of increase is relatively slow for
values of x greater than 3 and has virtually attained its asymptotic value for
values of x grea.tér than 20, The force exerted upon such a sphere per unit
' power is at a maximum at a value of x of about 3. It decreases rapidly for
values less than 3 and less rapidly for values greater than 3. Thus, in general,
it is desirable to operate a free suspension system with values of x greater than
3, and no great disadvantage is incurred when operating at values of x not

greatly in excess of 20,

Because the cusp coil used in the laboratory was operated with no difficulty
at 400 KHz, because a value of x of 3 or greater is attained with 400 KHz for
resistivities less than 3 x 10-3 ochm-cm and because the force per unit power
changes little with resistivities less than 3 x 10-3 ohm-cm at 400 KHz, 400 KHz
was chosen to be the nominal operating frequency corresponding to the labora-
tory size coil in the calculations for 10--5 and 10-3 ohm-cm, For calculations
at 10-l ohm-cm a frequency of 15 MHz was selected because x = 3 with this
combination. For 1 ohm-cm the same frequency, 15 MHz, was used despite
a resulting value of x of 1, because it is at frequencies greater than 15 MHz
that losses in the é.uxiliary circuits are expected to become noticeable by de-~

‘creasing the efficiency of conveying power into the coil.

6.4 EXTENSION TO COILS OF DIFFERENT SIZES

In following sections, the power required by a cusp coil to position and to
melt specimens of varying properties is calculated for the 5.0 c¢m dia, coil
described above and for a 2.5 cm dia. specimen. Then, to determine the max-
imum size the specimens may have, for a particular limiting value of available
power, it is necessary to examine how the power absorbed by the coil and the

power absorbed by the specimen vary with the size of the specimen and coil,

6-3



This section establishes the basis for the ''scaling'' of the power as the physical

dimensions of the system are "'scaled.

Let a scale factor K be defined by the relation

a

K= i35 em

(6. 4-1)

where a is the specimen radius so that any specimen of radius a is K times
greater than the sphere used in the laboratory. Also, let all physical dimen-
sions of the coil have the same scale factor relationship with the corresponding
dimension used in the laboratory. Because the magnetic field intensity in the
central region created by current flowing in a coil is inversely proportional to
the size of the coil, for constant current, it may be seen that (%)2 is propor-

- 2 -3
tional to K 2 and grad %) is proportional to K .

Once the operating frequency has been selected for the 5.0 ¢m dia. coil
the resulting value of x must be maintained near optimum with scaling of the
coil, This means that the frequency is a function of K. The ratio of sphere
radius to skin depth is x, the sphere radius is proportional to K and the skin
depth is proportional to the reciprocal of the square root of frequency. Thus

. . ‘ . -2
if x is to be kept constant, the frequency must be proportional to K .

The resistance of the coil is

2
R _ pcoil coil
coil @5, (d-6 .
coil coil

) (6. 4-2)

If 4>> acoil’ as is true in all of the calculations in this section, the resistance

K 1/2

2
is proportional to B—a-,which is proportional to Y £, which is propor-
f K

. -1. . . - .
tional tc K ~. Thus Rcoil 1s proportional to K 1, when x is kept constant.
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In summary,

2 -
(%) is proporticnal to K 2

2 -3
grad (H) is proportional to K
{6.4-3)

fay

is proportional to K

. - -1
Voit 18 proportional to K

The application of these relationships is in the scaling of several equations

used in sections following.

6.5 INDUCTION HEATING

6.5.1 LABORATORY BASE CASE

The power, Ps , required to melt and superheat specimens with
melting points of 1000, 2000 and 3000°C was assumed to be 1.2 times the

power required to maintain the specimen (with emissivity of 0. 8) at 1000,

2

2000 and 3000°C. From equation6.2-2 and P .. = I'R_ .,
coil coil

pated in the coil was calculated for several values of resistivity, p, using

the power dissi-

P R .
- spec coil (6.5.1-1)

P
coll  3rpx)ap (%)2(0, 63)

(the factor 0. 63 being required to use the equation for Pspec with cgs units
except for P measured in watts). The sum of the total power consumed by the

coil and specimen, P , was then calculated and, assuming efficiencies

L+ P
coil spec
of power conversion as described in Section 5, 3. 11, this sum was multiplied by
| 2 to obtain the total maximum power required of such a free suspension system.

The factor 2 assumes 50 percent for the combined efficiency of power amplifier
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and power conditioning equipment. The 10 percent heating efficiency already
discussed as the base measurement which was scaled for frequency and re-
sistivity already included the transformer, tank circuit and transmission line
losses. A product of RF generator and power conditioning efficiency of 50
percent will be conservative for low and inte rmediate frequencies where solid
state devices can be used and operated directly from batteries. For the case
of the smallest, highest resistivity specimens, which require the highe st fre-
quencies, vacuum tube amplifiers must be used so that 50 percent would not
be conservative for the overall power amp/power conditioner. On the other
hand, a 20 percent power margin was assumed and it is considered inappro-
priate in the present study to complicate the data given in this section by varying

the assumed power amplifier and source efficiency with scaling.

Pcoil was made subject to one restriction concerning its magnitude, As
power is dissipated in the specimen a force acts upon it, the magnitude of which
depends upon the displacement of the specimen from the center of the coil, In
order to account for the need for the coil to supply a restraining force to the
specimen it was assumed that a force of the form F = ka.3 is required which
means k =§ moa, where o is the density of the specimen and & is the accelera-
tion of the specimen resulting from the application of the force. Assuming an
acceleration of 1 ¢m sec-2(10-3g) and a density of 10 gm/cm3, a value of 40
was selected for k. Thus

F =40a° (6.5.1-2)

in which F is in dynes if a is in ¢cm. This yields a force of 40 dynes for a

specimen radius of 1 cm, which is considered adequate as discussed in Section

4.7.1. We shall henceforth drop the density variable in order to facilitate an
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overview of facility capabilities, Acceleration minimums will thus be higher
than 10-3g for materials whose density is less than 10 gm cm3. Provision of
accelerations considerably above 10-3g even for density 10 requires little
additional power for most cases considered here. By combining equations

6.2-1 and 6, 4-2, a value of minimum allowed Pc required for positioning

oil
alone may be calculated.

160R_ .
P . (min) = ‘“”H > . (6.5.1-3)
G(x) gra.d(—-l—)

Whenever the value of Pc calculated by equation (6. 5. 1-1} fell below

oil
P oil(min), the value used in obtaining the total power required by the system

was P_ . (min) in place of P and with P increased a proportionate amount.
coil c spec

oil
(They are proportional, one to the other, by equation 6.5.1-1.)

6.5.2 CALCULATION OF MAXIMUM RADIL

The power radiated by a spherical surface is proportional to the squa.fe
. . 2 g .
of its radius, hence Pspec is proportional to K . By application of the scaling

is proportional to

relationships of section 6.4 to equation (6.5.1-1), Pcoil

2. -1

Ps ecRcoil K K 2 |

: which is proportional to =K . Thus (P_ ., +P ) and the
. H\2 -2 coil spec

a\T K K

total power required by the facility is proportional to KZ.

" To calculate the radius of the largest meltable specimen at 5000 watts
available peak power, the ratio of 5000 watts to the power required for a 2,5
c¢m dia. specimen was set equal to ]E<Z2 and a(max) calculated from 1.25 K cm,
Higher peak powers o£‘10 and 20 kW were also assumed. Section 3 has indicated
that peak powers are normally required for times not exceeding a few minutes,
which makes consideration of battery furnished peak powers practical, Thus

the data for Figure 6-1 and Table 6-1 were obtained.
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Figure 6~-1. Maximum Radii of Specimens for Various Melting Temperatures
and Assumed Total Facility Powers, RF Induction Heating
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6-9

Table 6-1

Power Dissipation for Induction Heating

1000°C 2000°C 3000°C

Total Maximum)| P Maximum p Maximum
Power Radius coil spec Radius coil spec Radius coil apec
Resistivity | Required {cm) {watt) | (watt) (cm) {watt) | (watt) (cm) {(watt) {watt)
IO-SQ-cm 5 Kw 1.6 2,100 400 0.5 2,100 400 0.3 2,100 400
10 2.3 4,300 700 0.8 4, 300 700 0.4 - 4,300 700
20 3.2 8,500 |1, 500 1.1 8,500 11,500 0.5 B,500 1,500
10-3Q-cm 5 Kw 3.1 1,000 1,500 1.1 1,000 | 1,500 0.5 1,000 1,500
10 4,4 2,100} 2,900 1.5 . 2,1001]2, 900 0.7 2,100 2,900
20 6.3 4,200 5, 800 2.1 4,200 |5, 800 1.0 4,200 5,800
10 1S)-crn 5 Kw 3.6 200 2,300 1.3 20012, 300 0.6 200 2, 300'
10 5,1 400 | 4, 600 1.9 400 | 4, 600 0.9 400 4,600
20 7.3 800 | 9,200 2.7 800 ] 9,200 1.3 800 9,200
1 @-cm 5 Kw 1.2 500 |2, 000 1.2 500 |2, 000 0.6 500 2,000
10 1.6 9001 4,100 1.6 9001 4,100 0.8 900 4,100
20 2.3 1,9001{8,100 2.3 1,9001]8,100 1.2 1,900 8,100




6.6 ELECTRON BEAM HEATING

6.6.1 LABORATORY BASE CASE

The sum of the power dissipated in the specimen by electromagnetic in~
duction and the power conveyed to the specimen by an electron beam, i.e,
Pspec + Peb’ was set equal to the power required to melt and superheat
specimens with melting points of 1000, 2000 and 3000°C which was assumed,
as in the prreceding section, to be 1.2 times the power required to maintain the
specimen {with emissivity of 0.8) at 1000, 2000 and 3000°C. During application
of this power it was assumed that sufficient current was made to flow through
the coil, that the force given by equation 6,5.1-2 was acting.continuouﬂy. Thus

coil
the form

P = Pcoﬂ(mm) and the corresponding Pspec is given by equation 6.2-2 in

{min)

P
_ H\2 coil
spec - 3 F(x) ap(I) »  (MKS) (6.6.1-1)

coil

6.6.2 CALCULATION OF MAXIMUM RADII

The power radiated by a spherical surface is proportional to the square

. . . . 2 .
of its radius, hence pspec + Pe is proportional to K . From equation (b. 6.1-1)

b

2 .
a (H/I) Pcoil(mm) . - . a (H/I)Z . .
spec R which is proportional to > which is
P coil grad (H/I)
K K™ 2
3 - K. Thus, again the total power required of the system is proportional
K

2 .
to K and the maximum specimen radii; for induction heating, were calculated
as indicated above. The results of these calculations are given in Figure 6-2

and Table 6-2.
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Figure 6-2, Maximum Radii of Specimens for Various Melting Temperatures
and Assumed Total Facility Powers, Electron Beam Heating
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Table 6-2

Power Dissipation for Electron Beam Heating

1000°¢C 2000°C 3000°C
Total Max. p Max. P P Max, P
Power Radius coil spec eb Radius coil Bpec eb Radius coil spec eh
Resistivity Required {em} {(watt} {watt} (watt) {cm) (watt) {watt) (watt) (cm) (watt} (watt) (watt}
lO-SQ-cm 5 Kw 4.1 20 3 2,500 1.4 2 0.4 2,500 0.7 0.5 0.1 2,500
10 5.8 40 7 5, 000 2.0 5 0.8 5, 000 0.9 1.0 . 5, 000
20 8.2 80 15 9, 900 2.8 10 1.7 10, 000 1.3 2.0 0.4 10, Q00
10 30-cm 5 Kw 4,1 30 40 2,400 1.4 3 5 2,500 | 0.7 0,7 1.0 2, 500
10 5.6 60 80 4, 900 2.0 K 10 5, 000 . 1.5 2.0 5, 000
20 8.2 120 170 9,700 2.8 13 20 14, 000 1. 3.0 4.0 10, 000
10" '@-cm 5 Kw 1.4 30 330 2,100{ 0.7 é 70 2, 400
10 * 1.9 50 660 4, 300 0.9 12 150 4, 800
20 2.8 110 1, 300 8, 600 1.3 24 300 9,700
I G-cm ' 5 Kw 0.6 140 600 1, 800
10 * #* 0.9 280 1,200 3,500
20 1. 560 2,400 7, 000

*Maximum induction heating power exceeds power required to melt,




6.7 DISCUSSION OF RESULTS

Figures 6-1 and 6-2 lshould not be mistaken for a description of a con-
tinuum of possible specimen sizes, all obtainable with a single coil. It must be
remembered that these figures were drawn for a specific, optimized ratio of
specimen to coil size for specific optimized frequencies, and for a specific force

“for each size specimen and for a series of several different coil sizes as
identified on the ordinate as a series of specimen sizes. One way Figures 6-1
and 6-2 are readily used is by selecting the size of specimen to be processed
and then reading to the right to determine the maximum melting temperature

that can be attained for the amount of power which is available.

In Figure 6-1, on the graph for 1 ohm-cm, it may be seen that
each of the curves becomes horizontal at its left end. This indicates a region
on the graph for which the available power results in insufficient force to meet
the minimum force requirement for specimen sizes greater than those indicated
by the horizontal line. For systems operating on such a horizontal line, the
power dissipated in the specimen, as a result of meeting the minimum force
requirement, is in excess of the quantity deemed necessary, in Section 4.1,
to heat and melt specimens, If operation on a horizontal line is considered,
it will necessitate operating the Containerless Processing Facility at full power
only a fraction of the time such that the desired temperature is attained without
severe superheating. In view of the considerations of accelerations to be en-
countered in a Space Laboratory, given in Section 4.7-1, the minimum accelera-
tion requirements of 1 cm/ secz may be conservative with 0.1 crn/sec2 perhaps
more likely. If the required minimum acceleration were reduced, the horizontal

lines in Figure 6-1 would rise to higher values of specimen radius.

In Figure 6-2, the regions described immediately above are left blank
pecause the excess induction heating due to the minimum force requirement
renders the electron beam unnecessary. The points, in Figure 6-2, at which

the induction heating just equals the power radiated are marked by large dots

inside the data points,
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It should be noted that additional consideration must be given to the
feasibility for processing the largest size specimens indicated in Figure 6-1,
For specimen radii exceeding several centimeters, hydrodynamic stability of
the molten mass Whose integrity is maintained solely by surface tension forces
must be considered, Elementary estimates by a method given in Ref, {6-1)
indicate that positioning forces will lead to only moderate shape distortions for
the largest sizes indicated in Figure 6~1. Another important physical con-
sideration for these larger size specimens is heat transfer mechanisms within
the specimen which will have a major effect upon the time required for melting
and may indicate heating power margins other than the 20 percent assumed here
to optimize the trade-off between facility peak power and duration of demand
for peak power. It is expected that the distribution in depth of joule heating
obtained with the higher resistivity specimens and stirring due to electromag-

netic Lorentz forces will be important factors to be exploited.
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